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COMPLETE

The total maxpower is 2500W 250V 10A,
 single socket max power is half of total

select preferred colour 
temperature for product in 
CCT change function only
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N Neutral

Earth

L Switched

Wire diameter: 0.5-2.5mm²   Wire stripping length: 8-10mm
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TUPEX PRESA LED IP54



Important Safety Instructions

Installation Procedure

WARNING
1.Switch off before installation.
2.Switch on only after complete installation and examination of the circuit.
3.Professional electrician for installation and maintenance only.

Turn Off
Power Supply

Waterproof Installation Tips(If applicable)

Waterproof gasket for screwing

Fasten the waterproof gasket 
into the mounting screws to 
prevent water from leaking 
inside.

Waterproof grommet for cable entry

If there is gap between cable 
and waterproof  grommet, 
please ll it with water-
resistant silicone caulk to 
prevent water from leaking
inside.

Waterproof cable Gland for mains 
entry

Ensure that the waterproof 
cable gland is tightened to 
prevent water from leaking 
inside.

Water-resistant silicone caulk in 
knock out hole

Caulks in knock out holes are 
tight enough to avoid dust, 
insects, and especially water 
from leaking inside.
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Wall mounted installation
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Installation Instruction

WARNING

Turn Off
Power Supply

1.Switch off before installation.
2.Switch on only after complete installation and examination of the circuit.
3.Professional electrician for installation and maintenance only.
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