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LED panel

Holje:

Eloxal aluminiumram
Optik:

Genomskinlig akryl skikt
LED:

Mid Power LED

CRI 80 (CRI 90 pa begaran)
2...varmvit 2900K
3....kallvit 3800K
5...dagsljus 5300K
Ljusstyrning:

ND - ej dimbar (standard)
DIM - dimbar 1-10V DC
DALI - digital dimbar DALI
MOWI - smart wireles (Sid 102)
PHC - fasskarningsdimmad

Version:

Q..A - kvadrat 600x600mm
Q..B - rektangel 600x300 mm
Q..C - rektangel 1200x300 mm
Q..D - rektangel 1200x600 mm
Q..E - kvadrat 300x300 mm
Q..F - rektangel 1500x300 mm

Installation:

Q - isoleringsklass II, for infallt montage i ett rastertak

600x600mm eller 625x625mm. Anvandning av tillbehor, panelerna kan
ocksa installeras hangande, dikt eller inféllda i gipsskivor.

QP - isoleringsklass I, for ytinstallation (dikt) eller infélld installation i
rastertak.

ZHQ22 panelerna kan hdngas fran tak

Notering:
QD (QPD) - paneler med dekorativa motiv (Sid 105)

Tillbehor:

ZHQ22 - upphéngningset for Q eller QP

ZHX11 - upphdngningset for Q eller QP

UQRAM - ram for takinstallationer av Q paneler

QVESTRAM - ram for infalld installation av gipsskivor i tak for Q och QP paneler

51009913 - Magnethallare for takinstallation av Q paneler (4st/1 paneltyp,
A, B, C, eller E, 6st/1paneltyp D eller F

QP - SAKERHETSHALLARE / SAFETY
HOLDER

QP - BOX FOR YTINSTALLATION /
SURFACE INSTALLATION BOX
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LED panel

Body:

Elox aluminium frame

Optic:

Translucent acrylic layer

LED:

Mid Power LED

CRI 80 (CRI 90 on request)

2...2900K

3...3800K

5...5300K

Wiring:

ND - not dimmable (standard)

DIM - analogue dimmable 1-10V

DALI - digital dimmable DALI

MOWI - intelligent wireles control (see page 102)
PHC - phase-cut dimming (see page 100)

Version (body shape):

Q..A - square 600x600mm

Q..B - rectangle 600x300 mm
Q..C - rectangle 1200x300 mm
Q..D - rectangle 1200x600 mm
Q..E - square 300x300 mm

Q..F - rectangle 1500x300 mm

Installation way:

Q - insulation class Il, for recessed installation into a raster ceiling
600x600mm or 625x625mm. Using accessories the panels can be also
installed as pendant, surfaced or recessed into gypsum plasterboard.

QP - insulation class |, for surface installation or recessed installation into
raster ceiling. Using set ZHQ22 the panels can be suspended.

Note:
QD (QPD) - panel with a decorative motives - see page 105

Accessories:

ZHQ22 - suspension set for Q or QP

ZHX11 - suspension set for QP

UQRAM - a frame for surface installation of Q panels

QVESTRAM - a frame for recessed installation of Q or QP into gypsum
plasterboard ceiling

51009913 - magnetic holder for surface instalation on gypsum ceiling of Q
panels (4pcs/a panel type A, B, C or E, 6pcs/a panel type D or F)

HANGANDE INSTALLATION /
PENDANT INSTALLATION

51009913 - MAGNET




Kod / codes: Q3A600/ 700ND

Q 3 A 600 /700ND
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QPC QPA QA
Modul 600 Modul 625
Artkel Q w Im Im/W R s kg
nr: A B A B
1201 | Q&A/700# 34 4100 121 200-530
(600x600) 555 (600x600)
596 622 622 4,5
1202 | Q&A/1050# 52 5800 112 200-555 580 (625x625)
596 (625x625)
1203 | Q&B/350# 17 1800 106
200-530 2,8
1204 | Q&B/500# 26 2600 100
296
1205 | Q&C/7004# 35 4000 114
4,6
1206 | Q&C/1050# 54 5650 105
1196 450-900
1207 | Q&D/1400# 70 8500 121 X X 255
596 9
1208 | Q&D/2100# 111 12 500 113
1209 | Q&E/250# 9 700 78 296 190-250 1,8
1210 | Q&F/1050# 49 5200 106 296
1496 800-1100 58
1211 | Q&F/1400# 66 6 600 100
Modul 600 Modul 625
Artkel QP w Im Im/W R S X Y kg
nr: A B A B
1212 | QP&A/700# 34 4100 121 470-520
596 622 622 (2(;%)(5628) 300 170 170 59
1213 | QP&A/1050# 52 5800 112 -
596 (625x625)
1214 | QP&B/350# 17 1800 106
470-530 250 300 3,6
1215 | QP&B/500# 26 2600 100
296 90
1216 | QP&C/700# 35 4000 114
510-900 250 410 5,9
1217 | QP&C/10504# 54 5650 105 X X
1196
1218 | QP&D/1400# 70 8500 121
596 560-900 300 460 180 12
1219 | QP&D/2100# 1 12500 113
1220 | QP&E/250# 9 700 78 296 296 X X 170 170 2,2
&-2=2900K, 3 =3800K, 5 =5300K, Im — armaturljusflode / luminaire light output, R,S - Avstand fran hangande punkter ZHQ22 / distance

of hanging points ZHQ22 # - Kabeldragning / wiring
Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without T meﬂ o
ektriska

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.



QN

LED panel

Holje:

Eloxal aluminiumram

Optik:

Transparent acrylic lager + mikroprismatiskt holje
LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
2...varmvit 2900K

3...kallvit 3800K

5...dagsljus 5300K
Ljusstyrning:

LED strom driver

ND - ej dimbar (standard)

DIM - dimbar 1-10V DC

DALI - Dimbar DALI

MOWI - smart wireles (Sid 102)

Version (kroppsform):

QN..A - kvadrat 600x600mm
QN..B - rektangel 600x300 mm
QN..C - rektangel 1200x300 mm

Installation:

QN - isoleringsklass II, for infallt montage i ett rastertak 600x600mm eller
625x625mm. Med tillbehoren kan panelerna ocksa installeras hangande,

dikt eller infallda i gipsskivor.

QPN - isolering klass I, for ytinstallation (dikt) eller infalld i rastertak. Vid
anvandning av set ZHQ22 kan panelerna hdngas.

Tillbehor:

ZHQ22 - upphangningset for QN-paneler form A och B

ZHX11 - upphéngningset for QN-paneler form C

UQRAM - en ram for takinstallation av QN paneler.

QVESTRAM - en ram for infalld installation av QN eller QPN paneler av
gipsskivor i tak.

51009913 - magnetisk hallare for ytmontering av gipsskivor i tak i form av
QN paneler (4st/1 panel)

MICROPRISMA HOLJE / MICRO'
PRISMA COVE

RAM /FRAME

230V

LED 50 Hz
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QN

LED panel

Body:

Elox aluminium frame

Optic:

Translucent acrylic layer + microprizmatic cover
LED:

Mid Power LED

CRI 80 (CRI 90 on request)

2...warm white 2900K

3...cold white 3800K

5...daylight 5300K

Wiring:

LED current driver

ND - not dimmable (standard)

DIM - dimmable 1-10V DC

DALI - dimmable DALI

MOWI - intelligent wireles control (page 102)

Version (body shape):
QN..A - square,,600x600"
QN..B - rectangle,600x300"
QN..C - rectangle, 1200x300"

Installation way:

QN - insulation class II, for recessed installation into a raster ceiling
600x600mm or 625x625mm. Using accessories the panels can be also
installed as pendant, surfaced or recessed into gypsum plasterboard.

QPN - insulation class |, for surface installation or recessed installation into
raster ceiling. Using set ZHQ22 the panels can be suspended.

Accessories:

ZHQ22 - suspension set for Q or QP

ZHX11 - suspension set for QPN panels

UQRAM - a frame for surface installation of QN panels

QVESTRAM - a frame for recessed installation of QN or QPN into gypsum
ceiling

51009913 - magnetic holder for for surface instalation on gypsum ceiling
of QN panels (4pcs/panel)

ZAVESNA MONTAZ / PENDANT
INSTALLATION




Kod / codes: QN3A600/700ND

QN 3 A 600 /700ND
IS
EE 3
] o - =
E 3R =3
el e S v Y
2 g3 g5 8 5 ®2
141 £ o ™™ . ®E ¢
O a o X o v & IS
o =0 08 W o c £ £
U S 290 22 jalh o 3 3
[eNN] o vl s T U o>
>89 O X [ > —
SEg | 8 | gzEf | o 5578
s £ 2% 2833 3 sS85
2c5 5 ~Zow © 728290
o’ o™ E-DDO = zEEE
Es o g 58 ¢ % 3 S35 ER
© &= > e S O 2 e - 0 - g0
> &7 T K 8 CE3 > > Y
© = ON\ ac v 5 © =
2z & 25 ST s} an =2
=0 e S <o U = 2Z040
0
, ! 8 , ,
{ ) (=3 I |
1 ©, 4 i
R
Py s
i X B > o ” o n|m
e
o o] s e
(] > o
@ &7:{
X‘ ‘? ? ?
5]
I A | ) A , B I———IR
T 1 ! A !
QPN C QPN A QNA
600 625
Artkel w Im Im/W kg
nr: A B R S A B R S
1701 | QN&A/700 34 4000 118
596 555 622 622 200-555 580
1702 | QN&A/1050 52 5800 112
596 200-530 4,2
1703 | QN&B/350 17 1750 103
1704 | QN&B/500 26 2500 96
296 255 X X X X
1705 | QN&C/700 35 3900 111
1196 450-900 4,4
1706 | QN&C/1050 54 5600 104
600 625
Artkel w Im | Im/W kg
nr: A B X Y R S A B X Y R S
1707 | QPN&A/700 34 4000 118
596 170 170 470-520 300 622 622 170 170 470-540 300
1708 | QPN&A/1050 52 5800 112
596 4,2
1709 | QPN&B/350 17 1750 103
300 470-520
1710 | QPN&B/500 26 2500 96
296 920 255 X X X X X X
1711 | QPN&C/700 35 3900 111
1196 410 510-900 44
1712 | QPN&C/1050 54 5600 104
& -2 =2900K, 3 =3800K, 5 =5300K Im — armaturljusflode / luminaire light output, * - ZHX11 # - Kabeldragning / wiring

pé ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

I meaektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.



uQ

LED panel

Holje:

Vitmalad aluminiumram (RAL9003)
Optik:

Genomskinligt akrylskikt
LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
3...varmvit 3000K

4.. .kallvit 4000K
5...dagsljus 5700K
Ljusstyrning:

LED strom driver

ND - ej dimbar (standard)
DIM - dimbar 1-10V

DALI - Dimbar DALI

PHC - fasskarningsdimmad

Version (kroppsform):
UQ..A - kvadrat 600x600mm

Installation:

UQ - isoleringsklass Il, for inféllt montage i ett rastertak 600x600mm eller
625x625mm. Med tillbehoren kan panelerna ocksa installeras hangande,
dikt eller infallda i gipsskivor.

Tillbehor:

ZHQ22 - upphdngningset

UQRAM - en ram for ytinstallation av UQ paneler.

QVESTRAM - en ram for infélld installation av UQ-paneler av gipsskivor i
tak.

51009913 - magnetisk hallare for ytmontering av gipsskivor i tak i form av
UQ paneler (4st/1 panel).

UQ PROFIL/UQ PROFILE KONTAKT / CONNECTOR

230V

EVG | ||ev Dimm

Leo| [\ paN H
80000

A Aﬂ 80 A<

UQA

LED panel

Body:

White painted (RAL 9003) aluminium frame
Optic:

Translucent acrylic layer

LED:

Mid Power LED

CRI 80 (CRI 90 on request)

3...warm white 3000K

4...cold white 4000K

5...daylight 5700K

Wiring:

LED current driver

ND - not dimmable (standard)

DIM - dimmable 1-10V DC

DALI - dimmable DALI

PHC - phase-cut dimming (see page 100)

Version (body shape)
UQ..A - square 600x600 mm

Installation way:

UQ - insulation class Il, for recessed installation into a raster ceiling
600x600mm or 625x625mm. Using accessories the panels can be also
installed as pendant, surfaced or recessed into gypsum plasterboard.

Accessories:

ZHUQ22 - suspension set

UQRAM - a frame for surface installation of UQ panels

QVESTRAM - a frame for recessed installation of UQ into gypsum
plasterboard ceiling

51009913 - magnetic holder for surface instalation on gypsum ceiling of
UQ panels (4pcs /panel)

ZHUQ22

UQ + UQRAM




Kod / codes: UQ4A600/700ND

uQ |4 A 600 /700ND
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UQA
600 625
Artkel w Im Im/W kg
nr: A B R S A B R S
1713 | UQ&A_/7004# 33 4000 121
596 596 515 515 622 622 540 540 4,2
1714 | UQ&A_/1050# 50 5800 116
& -3 =3000K, 4 =4000K, 5 = 5700K, Im - armaturljusflode / luminaire light output # - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without erx

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.




UuQy

Direkt/indirekt upphangd LED panel

Holje: Ljusstyrning:

Vitmalad aluminiumram (RAL9003) LED strém driver

Optik: ND - ej dimbar (standard)
Genomskinligt akrylskikt DIM - dimbar 1-10V

LED: DALI - Dimbar DALI

Mid .Power LED Version (kroppsform):

UQY..A - kvadrat 600x600mm
UQY..C - rektangel 1200x300mm

Installation:
Sladdupphdngningssats inklusive
genomskinlig stromkabel (2m
lang) ingar som standard i en

forpackning.

3...varmvit 3000K
4...kallvit 4000K
5...dagsljus 5700K

’__\_‘ LED 230v| | EVG | [eveomm ' CRI | | EEC !
50 Hz| JANTH Faw 80 § A
L80B50
= vay

UQY A

Pendant direct/indirect LED panel

Body: Version (body shape):
White painted (RAL 9003) UQY.A - square 600x600mm
aluminium frame UQY.C - rectangle 1200x300mm

Optic: Note:
Translucent acrylic layer Cord suspension set incl.
LED: transparent power supply

cable (2 m length) is standardly

Mid Power LED
included in a packing

3...warm white 3000K
4...cold white 4000K
5...daylight 5700K

Wiring:

LED current driver

ND - not dimmable (standard)
DIM - dimmable 1-10V DC

P DALI - dimmable DALI
uQy ¢
600
Artkel w Im Im/W kg
nr: A B R S
1715 | UQY&A1/700# 35 4000 114
596 596 550 5
1716 | UQY&A1/1050# 53 5900 111
X
1717 | UQY&C1/700# 35 4000 114
1196 296 600 52
1718 | UQY&C1/1050# 53 5900 111

& -3 =3000K, 4 =4000K, 5 = 5700K

DRIVER LADA / DRIVER BOX

UPPHANGNING /SUSPENSION

Im - armaturljusfléde / luminaire light output

# - Kabeldragning / wiring
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LED-panel LED panel
Holje: Varianter: Body: Installation way:
Vitmalad metall (RAL 9003) US - standard montering White painted (RAL 9003) metal US - insulation class I, for recessed
Optik: Installation: sheet installation into a raster ceiling
Genomskinlig akrylskikt + US - isoleringsklass II, for infalld Optic: 600x600mm or 625x625mm.
Microprizma hélje installation i rastertak Translucent acrylic layer + Micro- Using accessories the panels
LED: 600x600mm eller 625x625mm prizma cover can be also installed as surfaced
Mid Power LED Anviandande av paneltillbehér kan LED: or recessed into gypsum
CRI 80 (CR| 920 pé begaran) ocksa installeras dikt eller infalld Mid Power LED plasterboard.
3...varmvit 3000K i gipsskivor CRI 80 Accessories:
4...kallvit 4000K Tillbehor: 3...warm white 3000K UQRAM - a frame for surface
5...dagsljus 5700K UQRAM - ram for takinstallationer 4...cold white 4000K installation
Ljusstyrning: QVESTRAM - en ram for infallt 5...daylight 5700K QVESTRAM - a frame for recessed
LED aktuell driver montage av US i gipsskivor tak Wiring: '”IStat”agon gf U.Sl.mto gypsum
. asterboard ceilin
ND - ej dimbar (not dimmable) LED current driver P ting
standard ND - not dimmable (standard)
DIM - analog dimbar 1-10V DIM - dimmable 1-10V DC
DALI - digital dimbar DALI DALI - dimmable DALI
Version: Version (body shape)
US..A - kvadrat 600x600mm US..A - square 600x600 mm
US..C - rektangel 1200x300 mm US..C - rectangle 1200x300 mm
600 625
Artkel | w Im Im/W kg
nr: A B A B
1223 | US3000A&KN_/# 28 3000 107
596 596 622 622 4,0
1224 | US4000A&KN_/# 38 3850 101
1225 | US3000C&KN_/# 28 2950 105
1196 296 X X 4,2
1226 | US4000C&KN_/# 38 3650 96
& -3 =3000K, 4 = 4000K, 5 = 5700K, Im - armaturljusfléde / luminaire light output # - Kabeldragning / wirin
J 9 p gning 9
wn
DRIVERKOPPLING / DRIVER'S US+UQRAM BAKPLATTA /BACKPLATE ( , ;
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till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pé ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp



Infallda LED armaturer

Holje

Vitmalad metal (RAL9016)
Optik

KO - Opak PS holje

KN - mikroprismatiskt PS skydd
LED

Mid power LED

CRI 80 (CRI 90 pa begéran)

3... varmvit 3000K

4... Kallvit 4000K

Kabeldragning

LED driver med konstant strom

ND - Ej dimbar standard

Dali- digital dimbar DALI

Tillampning

Hangande, Infalld i undertak eller gypsum.

Infalld - belysning for installation i falskt tak med synligt stodjande struktur
(bade 600x600 eller 625x625 moduler).

- Installation i en gipsplatta tak kan géras genom med en QVESTRAM ram.

Fastet kan inte vara 6ppet - nddmodulen &r inte tillganglig.

Version

600 - 600 modul

625 - 625 modul

K — med GESIS F kontakt
F - med flexibel sladd

Tillbehor
QVESTRAM fér infalld montage

HOLJE IP54/ COVER IP54 KORPUS IP20/BODY IP20

7=

230V| | EVG | |eveomm | CRI |
LED| |50 1z [N yawm 80
EEC
A L80B50
.-m :
-'; I"'
IBPA 1

Recessed LED fittings

Body:

White painted (RAL 9016) galvanized metal sheet
Optic:

KO - opal PS cover

KN - microprizmatic PS cover

LED:

Mid Power LED

CRI 80 (CRI 90 on request)
3...warm white 3000K
4...cold white 4000K

Wiring:

LED driver (constant current)
ND - not dimmable (standard)
DALI - digital dimmable DALI

Application:

- Recessed - lighting for installation into false ceiling with visible
supporting structure (both 600x600 or 625x625 modules).

- Installation into a gypsum plasterboard ceiling can by done with a
QVESTRAM frame.

The fixture can not be open - emergency module no available.

Versions:

600 - for 600 module
625 - for 625 module

K — with GESIS connector
F — with flexible cord

Accessories:
QVESTRAM - a frame for recessed installation into gypsum plasterboard
ceiling

TERMINAL / TERMINAL

HOLJE FOR TERMINAL / COVER




Kod / codes: IBP4000A3KO600ND

IBP | 4000 A 3 KO 600 ND
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modul 600 modul 625
IBP...KO w Im Im/W C kg LED=C——
Artkel nr: | Kod A B A B
4x18W T8 opal
1405 | IBP3000A&KO# 23 3100 135 4x14W TS5 opal
1406 | IBP4000ARKO# 32 | 4100 128 o6 2% 622 622 26 4x24WT5 opal
3334 | IBP6000A&KO# 55 6500 118
920
3335 | IBP2000B&KO# 19 1950 103 296 1,9
1407 | IBP3000C&KO# 23 2900 126 M x 2x28W T5 opal
1196 296 3
2x36W T8
1408 | IBP4000C&KO# 32 3900 122 5%28WT5
modul 600 modul 625
IBP...KN w Im Im/W C kg LED =
Artkel nr: | Kod A B A B
3x18WT8
1719 | IBP3000A&KN# 23 3200 139 3x14W TS
596 622 622 2,6 4x18W T8
1720 | IBP4000A&KN# 32 4200 131 596 A14WTS
3336 | IBP6000A&KN 55 6900 125 4x24WT5
920
3337 | IBP2000B&KN# 19 2050 108 296 19
2x36W T8 opal
1721 | IBP3000C&KN# 23 3000 130 M X 2X28WT5 opal
1196 296 3
2x36W T8
1722 | IBP4000C&KN# 32 4000 125 5028WT5
&-3 =3000K, 4 = 4000K, Im - armaturljusflode / luminaire light output, # - Kabeldragning / wiring

pé ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

I meaektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.



LAB

Infallda LED armaturer IP65

Holje:

Vitmalat galvaniserat metallhélje
Optik:

KO - opak PS skydd

KN - mikroprismatiskt PS skydd

LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
3...varmvit 3000K
4...kallvit 4000K
Ljusstyrning:

LED driver (konstant strom)
ND - ej dimbar (standard)
DALI - Dimbar DALI

Anvandning:
- Inbyggd belysning for
installation i falskt tak med synlig

- Kan anvandas for ytmontering
dikt vagg-tak med hjélp av
LABRAM

- Installationen med gipsskivor i tak
kan goras genom en QVESTRAM
ram.

Fastet kan inte vara 6ppet -
nédmodulen &r inte tillganglig.

Versioner:

600 - for 600 modul

625 - for 625 modul

Tillbehor:

QVESTRAM - en ram for infalld
installation av gipsskivor i tak

LABRAM - Ramar for infalld
installation av armaturer

230V

LED 50 Hz

iaa

LABA KO

EEC]

i 1|

L80B50

LABAKO

LABA KN

Recessed LED fittings IP65

Body:

White painted (RAL 9016)
galvanized metal sheet

Optic:

KO - opal PS cover

KN - microprizmatic PS cover

LED:

Mid Power LED

CRI 80 (CRI 90 on request)

3... warm white 3000K

4... cold white 4000K

Wiring:

LED driver (constant current)
ND - not dimmable (standard)
DALI - digital dimmable DALI

Application:
- Recessed - lighting for installation

600x600 or 625x625 modules

- Using accessories LABRAM a
fitting can be also installed as
surfaced.

- Installation into a gypsum
plasterboard ceiling can by done
with a QVESTRAM frame.

The fixture can not be open -
emergency module no available.

Versions:
600 - for 600 module
625 —for 625 module

Accessories:

QVESTRAM - a frame for recessed
installation into gypsum
plasterboard ceiling

LABRAM - a frame for surface

installation
stodstruktur (bade 600x600 eller into false ceiling with visible
625x625 moduler). supporting structure (both
modul 600 modul 625
Artkel LAB...KO w Im Im/W C kg
nr: A B A B
1861 | LAB3000 A&KO 23 3100 135
1862 | LAB4000 A&KO 32 4100 128 595 595 622 622 85 5
3338 | LAB6000 A&KO 55 6500 118
modul 600 modul 625
Artkel LAB...KN w Im Im/W C kg
nr: A B A B
3339 | LAB3000 A&KN 23 3200 139
3340 | LAB4000 A&KN 32 4200 131 595 595 622 622 85 5
3341 | LAB6000 A&KN 55 6900 125
&-3 =3000K, 4 = 4000K Im - armaturljusfléde / luminaire light output
HOLJE IP65 /BODY IP65 NATKONTAKT / MAINS KONTAKT / CONNECTION J;L E
CONNECTOR A
L [ \




QXP MIX

LED

alals

230 V| |eve omm

sow 1] |1
R [EEC
80 A+ |l LsoBs0

Installbara vita LED paneler
Holje:

Elox aluminiumram, lackerad metallfaste
Optik:

Genomskinligt akrylskikt

LED:

Mid Power LED 4000K

CRI 80

Ljusstyrning:

LED strém driver, DALI typ 8

MOWI - smart wireles (Sid 102)

Versioner:

QX..A - kvadrat 600x600mm

QX..C - kvadrat 625x625mm

Anviandning:

Avsett for dynamisk belysning av interiorer (installbar vit), fargtemperatur
fran 3000K till 6000K.

Det gor det mojligt att anpassa farg av det konstgjorda ljuset enligt
dagperioden.

Den perfekta I6sningen for rum med langvarig vistelse for personer som
pa sjukhus, bostader for seniorer etc.

Upphéngd / yt / infélld installation.

Tillbehor:
Upphdngningssetsrulle ZHX11 eller ZHQ22.

QXP

TUNABLE WHITE LED panels
Body:

Elox aluminium frame, painted metal surface mounting box
Optic:

Translucent acrylic layer

LED:

Mid Power LED 4000K

CRI 80

Wiring:

LED current driver, DALI type 8

MOWI - intelligent wireles control (page 102)

Versions:

QX..A —square 600x600 mm

QX..C - rectangle 1200x300 mm

Application:

Intended for dynamic illumination of interiors (tunable white), color
temperature from 3000K to 6000K.

It allows to customize color of the artifical light according to day period

The ideal solution for rooms with long term staying of persons like in
hospitals, homes for the seniors etc.

Pendant / surface / recessed installation

Accessories:
Rope suspension set ZHX11 or ZHQ22

Artkel
nr: MIX w Im Im/W A B R S kg
1723 | QXP2500A600MIXW 25 2200 88
596 596
1724 | QXP4000A600MIXW 43 4000 93
220 380 59
3342 | QXP2500C600MIXW 25 2200 88
1196 296
3343 | QXP4000C600MIXW 43 4000 93

Im - armaturljusflode / luminaire light output
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Infallda indirekta LED armaturer

Holje:

Vitmalat metallholje (RAL9003)
Optik:

Vitmalade reflektorer

LED:

Mid Power LED

CRI 80 (CRI 90 pa begaran)
3...varmvit 3000K

4.. .kallvit 4000K
Ljusstyrning:

LED driver (konstant strom)
ND - ej dimbar (standard)
DIM - analog dimbar 1-10V
DALI - digital dimbar DALI

Anvandning:

Inbyggd montering for installation
i tak av gipsplattform eller i falskt
tak med synlig stodstruktur (bade
600x600 eller 625x625 moduler).

Dessa LED armaturer
rekommenderas for kontor och
belysningsomraden med hoga
krav pa ljus- och reflexkontroll.

Tillbehor:

Fixeringsklammor fér montering av
gips i tak - 1000004004

Versioner:

K - med GESIS kontakt

F — med flexibel sladd

Kod / codes: INLA1C3V1600/700NDISO3

F‘ 230V
LED 50 Hz
INL

e ] o

80000
L80B50

Recessed indirect LED fittings

Body:

White painted (RAL 9003) metal
sheet

Optic:

White painted matt reflectors

LED:

Mid Power LED

CRI 80 (CRI 90 on request)

3..warm white 3000K

4...cold white 4000K

Wiring:

LED driver (constant current)

ND - not dimmable (standard)

DIM - analogue dimmable 1-10V

DALI - digital dimmable DALI

Application:

Recessed fitting for installation
into gypsum plasterboard-type
ceiling or into false ceiling with
visible supporting structure (both
600x600 or 625x625 modules) .

These LED fittings are recomended
for offices, for lighting areas with
high requirements for light and
glare control.

Accessories:

Fixing clips for installation into
gypsum ceiling - 1000004004

Versions:

K - with GESIS connector
F - with flexible cord

INL |A 1 C 3 Vi 600 /700ND 1SO3
] S = _ ~ §
o L o) N © I 9] > = o ]
z £ |E g = 4 = e oS Z T 52 ~ 2
> Q > > S ~ o = i~ o &) << > (= = c © c
5 0| @ o z o - S N ~ ~ Ny = — o - € _ 59 o o
2 2| >~ 2 e~ ~ © 2ol ) = = S O 5T © < = s 20 < O
T 2| ¢ Sel o ) ot R o 3 9] = 38— it c 50O ) ~
E ol = RN I o} 5 @ g =20 - Q = O<7ggi)_§g = Ex” 3 %
ss|le s3ologle £2 ces | 8 € o & “S2%oso0d>o = S5 2 008
>cl8dyseg|l 2l > ©°f g 98 < =5 z. . gveTegeg E5¥0c 3 S
o gozco|mo|l Pl 528 | s2| &5 Ty £ = E2 Ocd=o02l
ecEloerg|lellecns| 2V |z |ge SCSoEZERE SEfo0EST 37
Pdlst<V|<s|lpauva|lf2m | <8 ]|&c S 2>RZcOTAOD Laovr B au v
Modul 600 Modul 625
Artkel w Im Im/W C kg
nr: A B 1k A B C1k
1725 | INLA1C&/700# 32 2750 86
596 596 576x576 622 622 602x602 97 5
1726 | INLA1C&/10504# 50 3800 76

&-3 =3000K, 4 = 4000K,

PERFORERAT SKYDD /
PERFORATED COVER

Im - armaturljusfléde / luminaire light output,

LED-MODULER PA KYLPLATTA / LED
MODULES ON COOLING PLATE

# - Kabeldragning / wiring

SKYDDSHALLARE / COVER
HOLDER




SOFT

Infallda LED armaturer

Armaturholje:

Vitmalad metallholje (RAL 9016)
plat, INOX clip

Optik:

Genomskinligt akrylskikt med
mikroprisma holje

LED:

Mid power LED

3...varmvit 3000K

4.. kallvit 4000K

5...dagsljus 5700K

Ljusstyrning:

ND - ej dimbar (standard)

DIM - dimbar 1-10V DC

DALI - DALI dimbar

Varianter:

SOFT...600 - Kvadrat for
600x600mm undertak

SOFT...625 - Kvadrat for
625x625mm undertak

Installation:

Infalld i undertak 600 eller 625mm,

Infélld i gipsskivor genom en
QVESTRAM ram

Tillbehor:

QVESTRAMAG00- en ram for infalld
installation av gipsskivor i tak
600x600mm

QVESTRAMAG625- en ram for infalld
installation av gipsskivor i tak
625x625mm

Kod / codes: SOFT4000A3KN600ND

230 V| | EVG | |eveomm | CRI |
[ [ceo] 3% i it L1 [ O
EEC
A+ L80B50
B SOFT
SOFT

Recessed LED fitting

Body:

White painted (RAL 9016) metal
sheet

Optic:

Transluce acrylic desk

Opal and microprizmatic cover

LED:

Mid Power LED

3...warm white 3000K
4...cold white 4000K
5...daylight 5700K

Wiring :

LED current driver

ND - not dimmable (standard)
DIM - dimmable 1-10V DC
DALI - dimmable DALI

Version (body shape):

SOFT...600 - square into raster
600x600mm

SOFT...625 - square into raster
625x625mm

Installation way:

- recessed installation into modular
ceilng 600 or 625mm

- recessed installation into gypsum
plasterboard ceiling using a
mounting frame QVESTRAM

Accessories:

QVESTRAMAG00 - for square
fittings 600x600 mm

QVESTRAMAG625 - for square
fittings 625x625mm

SOFT | 4000 A 3 KN 600 ND
- S s 2 = o
- o 5 ~ © = 0
2 9 o ~ = = .. ~ > > O > S0 sw®
o N E8y £ T S Ly 8 EESS SWESEE
S 5 5 °c2s g == 2582228 525 e5E
© T o % c o IS S8 o < 2.2 =] = ©
> & 5 5 87 85 ¥ 35983 > -2 9950 S S
© = < a Qa=>< 29 55 2 ¥ °v L s L o P N S M B S
o £ = 68T T3 295 9 23659900 S 2Znoc=z I
2 3 =505 S I N NGRS PO T EXYT = 20z coda
Modul 600 Modul 625
Artkel w Im Im/W C kg
nr: A B 1k A B C1k
3344 | SOFT3000 A 33 3200 97
596 596 576x576 622 622 602x602 50 4,3
3345 | SOFT4000 A 49 4300 88
Im - armaturljusfléde / luminaire light output
ARMATURHOLJE / BODY SOFT HOLJE/CENTRAL COVER OPAK SKYDD / OPAL COVER [ o e

/4




LED-PANEL TILLBEHOR / LED PANEL -

ACCESSORIES
I T I [ AN g

QVESTRAM QVESTRAM

Ramar for infélld installation av armaturer i gipsskivor i tak Frames for recessed installation of fittings into gypsum plasterboard
Vitmalad aluminium. ceilings

Fixering via kldammor med skruvar. White painted aluminium profile

Fixation via clips with screws.

i B 9
Artkel
nr: A B C Ik
1727 | QVESTRAMAG00 635 635 620x620 . =
1728 | QUESTRAMAG25 | 660 | 660 645x645 :
1729 | QVESTRAMB600 635 335 88 620x320 Y .
1730 | QVESTRAMC600 335 1235 320x1220 : @
1
1731 | QVESTRAMC625 360 1260 345x1245 :
1
I
N T i
QVESTRAM A A
QVESTRAM
UQRAM UQRAM
Ramar for ytmontering av LED paneler till fasta tak. Frames for surface installation of LED panels to solid ceilings
Vitmalad aluminium. White painted aluminium profile
Kan anvéndas for A, B eller C av LED paneler. Usable for A, B or C shape of LED panels
<
[ 1
Artkel % 1
nr: A B X Y -
1732 | UQRAM600 603 575 0 ’ ’
45
1733 | UQRAM625 628 600 .
1734 | UQRAMC600 1203 1175 : T @
303 150 ~, !
1735 | UQRAMB600 603 575 :
1
;
y 1
1 X
: I A |

UQRAM UQRAM




LABRAM
Ramar for ytmontering av LAB eller IBP till fasta tak.
Kan anvandas for A LED paneler

LABRAM
Frames for surface installation of LAB or IBP to solid ceilings
Usable for fittings of A shape

Artkel — -
nr: A B C X Y & : &
3346 | LABRAM A600 660
143 550 550 .
3347 | LABRAM A625 681 . -0 - . x| «
g : arm
o Y
\“ , B

LABRAM
NM
Nodmodul for infallda armaturer med en extern driftdon
NM1-1 tim
NM3 - 3 tim
Valfria NiCd- eller NiMH-batterier
Diameter: AxBxC = 340x120x50mm

%
e
NM1

51009913

Magnetisk hallare for takmontering av Q, QN eller UQ-paneler till
gipsskivor i tak.

For installation av A, B, C eller E-typer krévs 4 st hallare for en panel, for typ
D 6 pcs/ panel.

D panel

NM

emergency module for recessed fittings with an independent driver
NM1 - Thr

NM3 - 3hrs

Optional NiCd or NiMH batteries

Box dimensions: AxBxC = 340x120x50mm

51009913

Magnetic holder for ceiling installation of Q, QN or UQ panels to a gypsum
plasterboard ceiling

For installation of A, B, C or E types are necessary 4pcs of holders for one
panel, for types D and F 6pcs/panel.

/
/\
=

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the

mmxaektr;ska

nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.




ID

Infdllda LED armaturer

Holje:

Vitmalat galvaniserat metallholje (RAL9003)

Optik:

KO - opal PS - omslag

KOY - opal PS med perforerat omslag

KN - microprizmatisk PS diffusor

KNY - microprizmatisk PS diffusor med perforerad ram

LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
3...varmvit 3000K
4...kallvit 4000K
Ljusstyrning:

LED driver (konstant strom)
ND - ej dimbar (standard)
DIM - analog dimbar 1-10V
DALI - digital dimbar DALI

Anvéandning:

IDR - Inbyggd belysning for installation i falskt tak med synlig stodstruktur
(bade 600x600 eller 625x625 moduler). Fastet kan inte vara 6ppet -
nédmodulen &r inte tillganglig.

IDS - Inbyggd belysning for installation av gipsskivor i tak eller i falskt tak
med synlig stodstruktur (bade 600x600 eller 625x625 moduler).

Versioner:

600 - for 600 modul
625 - for 625 modul

K - med GESIS-kontakt
F - med flexibel sladd

HOLJE/COVER MICROPRIZMATISKTISKT HOLJE /

MICROPRIZMATIC COVER

F‘ LED 230V| | EVG | |eveomm ' CRI | | EEC/
50 Hz| /AN Faw 80 § A
L80B50
- 1
m (]
IDRA2KN

Recessed LED fittings

Body:

White painted (RAL 9003) galvanized metal sheet
Optic:

KO - opal PS cover

KQY - opal PS with perforated cover

KN - microprizmatic PS diffusor

KNY - microprizmatic PS diffusor with perforated frame

LED:

Mid Power LED

CRI 80 (CRI 90 on request)
3..warm white 3000K

4...cold white 4000K

Wiring:

LED driver (constant current)

ND - not dimmable (standard)
DIM - analogue dimmable 1-10V
DALI - digital dimmable DALI

Application:

IDR - Recessed - lighting for installation into false ceiling with visible
supporting structure (both 600x600 or 625x625 modules). The fixture
can not be open - emergency module no available.

IDS - Recessed - lighting for installation into gypsum plasterboard ceiling
or into false ceiling with visible supporting structure (both 600x600 or
625x625 modules).

Versions:

600 - for 600 module
625 —for 625 module

K — with GESIS connector
F — with flexible cord

PERFORERING / PERFORATION INRE REFLEKORN /INNER

REFLECTOR

® % 8 8 s s s e




Kod / codes: IDRA2KN3V1ND600/ 7001SO3
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modul 600 modul 625
Artkel ID...KO w Im Im/W kg
nr: A B ] A B 1k
1736 | IDR(S)A2KO&/700# 33 4000 121 so6 so6 IDR x 62 62 IDR x .
1737 | IDR(S)A2KO&/1050# 50 5600 112 IDS 576x576 IDS 602x602
1740 | IDR(S)C1KO&/700# 33 4000 121 1196 2o IDR x a6 210 IDR x »
1741 | IDR(S)C1KO&/1050# 50 5600 112 IDS1176x276 IDS 1226x290 '
modul 600 modul 625
Artkel ID...KN w Im Im/W kg
nr: A B ] ; A B Ck
1742 | IDR(S)A2KN&/700# 33 4100 124 o6 o6 o |SD7R6XS76 622 622 o I6DOR;X602 4
1743 | IDR(S)A2KN&/1050# 50 5800 116 X X
1746 | IDR(S)CT1KN&/700# 33 4100 124 1196 206 ID51”1:)7R6X276 1246 310 o 1”:2)56)(290 44
1747 | IDR(S)C1KN&/1050# 50 5800 116 X X

& -3 =3000K, 4 =4000K,

Im — armaturljusfléde / luminaire light output

# - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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Infdllda LED armaturer med optiskt

system

Holje:

Vitmalat metallholje (RAL9003)

Optik:

KV - dubbel parabolisk louvre kategori C2 i hégpolerat aluminium, med
opal tdckning av LED moduler.

KVM - dubbel parabolisk louvre kategori C2 av matt aluminium, med opal
tackning av LED moduler.

LED:

Mid Power LED

CRI 80 (CRI 90 pa begaran)
3...varmvit 3000K

4.. kallvit 4000K
Ljusstyrning:

LED driver (konstant strom)
ND - ej dimbar (standard)
DIM - dimbar 1-10V

DALI - Dimbar DALI

MOWI - smart wireles (Sid 102)

Anvandning:

ISR - Inbyggd belysning for installation i falskt tak med synlig stodstruktur
(bade 600x600 eller 625x625 moduler).

ISS - Inbyggd belysning for installation av gipsskivor i tak eller i falskt tak
med synlig stodstruktur (bade 600x600 eller 625x625 moduler).

Dessa LED armaturer rekommenderas for kontor och belysningsomraden
med hoga krav pa ljus- och reflexkontroll.

Anvandning:

Fixeringsklammor fér montering av gipsskivor - 1000004004 ingar i
ISS-forpackning.

Versioner:

600 - for 600 modul

625 - for 625 modul

K- med GESIS-kontakt

F - med flexibel sladd

STANGD KROPP / CLOSED BODY

DETALJ AV VENTILATIONSGALLER /
/LOUVRE DETAIL

\‘* \ ¢

«

LED 230V| | EVG | |eveomm ' CRI | [UGR!
50 Hz| /AN Faw 80 § <19
EEC]

A L80B50

ISRAC4

IS KVM

Recessed LED fittings with optic system

Body:

White painted (RAL 9003) metal sheet

Optic:

KV - double parabolic louvre category C2 of highly polished aluminium,
with opal cover of LED modules

KVM - double parabolic louvre category C2 of mat aluminium, with opal
cover of LED modules

LED:

Mid Power LED

CRI 80 (CRI 90 on request)
3...warm white 3000K
4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)
DIM - dimmable 1-10V DC
DALI - dimmable DALI

MOWI - intelligent wireles control (see page 102)

Application:

ISR - Recessed fitting for installation into false ceiling with visible
supporting structure (both 600x600 or 625x625 modules)

ISS - Recessed fitting for installation into gypsum plasterboard ceiling
or into false ceiling with visible supporting structure (both 600x600 or
625x625 modules) .

These LED fittings are recomended for offices, for lighting areas with high
requirements for light and glare control.

Accessories:
- fixing clips for instalation into gypsum plasterboard - 1000004004
included in ISS packing

Versions:

600 - for 600 module
625 —for 625 module

K — with GESIS connector
F — with flexible cord

ISO3 KONTAKIF /1SO3 CONNECTOR




Kod / codes: ISRAC4KV3V160/ND140013
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ISRAC2 ISRCC2 A
Modul 600 Modul 625
Artkel IS...KV w Im Im/W C LED =
nr: A B ] A B Ck
1748 | ISR(S)AC2 KV&/700# 33 3600 109
ISR x ISR x 4x18W
1749 | ISR(S)ACAKV&/10504# 27 3300 122 596 5% | |scsves7s | 622 622 1S5 S76x576
1750 | ISR(S)ACAKV&/14004# 37 4300 116 52 4x14W
1751 | ISR(S)CC2KV&/1050# 27 3300 122 ISR x ISR x -
1196 | 296 1246 | 310
1752 | ISR(S)CC2KV&/1400# 37 4300 116 ISS 1176x276 IS5 1226x290 2x28W
Modul 600 Modul 625
Artkel 1S...KVM w Im Im/W C LED=C—
nr: A B 1k A B 1k
1753 | ISR(S)AC2KVM&/7004# 33 3600 109
ISR x ISR x 4x18W
1754 | ISR(S)ACAKVM&/1050# 27 3300 122 596 5% | 1sscrexs7e | 622 622 1S5 S76x576
1755 | ISR(S)AC4KVM&/1400# 37 4300 116 52 4x14W
1756 | ISR(S)CC2KVM&/10504# 27 3300 122 ISR x ISR x -
1196 | 296 1246 | 310
1757 | ISR(S)CC2KVM&/14004 37 4300 116 IS5 1176x276 155 1226x290 2x28W
&-3 =3000K, 4 = 4000K, Im - armaturljusflode / luminaire light output # - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without T me

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.




LED armaturer med optiskt system
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LED luminaires with optic system

Holje: Ljusstyrning: Body: Wiring:
Vitmalad metall (RAL 9003) LED driver konstant strom White painted (RAL 9003) metal LED current driver
Optik: ND - ej dimbar (not dimmable) sheet ND - not dimmable (standard)

KV - dubbelparaboliska blandskydd
kategori C2 av hégpolerad
aluminium med opakt hélje som
tacker LED-modulerna.

KVM - dubbelparaboliska
blandskydd C2 av matt
aluminium med opakt hélje som
tacker LED-modulerna.

LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
3...varmvit 3000K
4...kallvit 4000K

standard

DIM - dimbar 1-10V

DALI —dimbar DALI

Tillampning:

Dessa armaturer kan anvandas
ytmonterad eller delvis infalld i
undertak med synlig stodjande
struktur (600x600 modul) eller
gipsskivor i taket med hallare.

Dessa kopplingar ar
rekommenderade for kontor, for
belysningomraden med hoga
krav for ljus och avblandning.

Tillbehor:

Hallare 1674004001 for infallt
montage

Optic:

KV — double parabolic louvre
category C2 of highly polished
aluminium, with opal cover of
LED modules

KVM - double parabolic louvre
category C2 of mat aluminium,
with opal cover of LED modules

LED:

Mid Power LED

CRI 80 (CRI 90 on request)
3...warm white 3000K
4...cold white 4000K

DIM - dimmable 1-10V DC
DALI - dimmable DALI

Application:

These light fittings can be used
as surface mounted or partially
recessed into false ceiling with
visible supporting structure
(600x600 module) or gypsum
plasterboard ceiling by holders.

These fittings are recomended for
offices, for lighting areas with
high requirements for light and
glare control.

Accessories:
- Holders set 1674004001 for
recessed installation

Artkel
nr: | FL..KV w Im Im/W A B C ] X Y kg
1261 | FL3000SS4KV&# 30 3000 100
620 620 52 580x580 500 170 4,5
1262 | FL4000SS4KV&# 39 3700 95
Artkel
nr: | FL..KVM w Im Im/W A B C 1k X Y kg
1758 | FL3000SS4KVM&# 30 3000 100
620 620 52 580x580 500 170 4,5
1759 | FLA000SS4KVM&# 39 3700 95
&-3=3000K, 4 = 4000K, Im - armaturljusfléde / luminaire light output # - Kabeldragning / wiring
C 7 9
HALLARE /HOLDERS SET DETALJ AV HALLARE / HOLDER
DETAIL
- m

<




ZL RIRIBE =
A A T W |

[ s
:l:ld lbtﬁ-d.l’, ¥ =
ZL
ZL1IM
LED armaturer med holje LED fittings with cover
Holje: Body:
Vitmalat metallholje (RAL9016) White painted (RAL 9016) metal sheet
Optik: Optic:
KO - opak tdckning KO - opal cover
LED: LED:
Mid Power LED Mid Power LED
CRI 80 (CRI 90 pa begaran) CRI 80 (CRI 90 on request)
3...varmvit 3000K 3..warm white 3000K
4.. kallvit 4000K 4...cold white 4000K
Ljusstyrning: Wiring:
LED strém driver LED driver (constant current)
ND - ej dimbar (standard) ND - not dimmable (standard)
DIM - analog dimbar 1-10V DC DIM - analogue dimmable 1-10V
DALI - digital dimbar DALI DALI - digital dimmable DALI
Installation: Installation:
- ytinstallation - surface installation
- Upphéangningsinstallation - ZH11 upphéngningssats maste bestallas - pendant installation - need to be ordered ZH11 suspension set
Anvandning: Application:
Ytanslutning med LED-teknik for belysning av shopping - och Surface fitting with LED technology for illumination of shopping and
industriomraden, korridorer ... industrial spaces, corridors...
Artkel
nr: w Im Im/W A B C X Y kg
1767 | ZL11MKO&/700# 34 3400 100
1210 850 2,5
1768 | ZL11MKO&/1050# 53 4700 89
140 55 920
1769 | ZL11LKO&/1050# 39 3700 95
1510 1150 3
1770 | ZL11LKO&/1400# 50 4600 92
&-3=3000K, 4 = 4000K, Im - armaturljusfléde / luminaire light output # - Kabeldragning / wiring
HOLJE/COVER BORTTAGNING AV LOCK/
REMOVING OF COVER ‘ X = R ‘
T I—
>| m
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Hangande LED armaturer

Holje:

Eloxal aluminiumprofil, metallplatta endcaps finish i RAL9006
Optik:

KO - opal holje ACRYL Satine

LED:

Mid PowerLED

CRI 80 (CRI 90 pa begéran)
3...varmvit 3000K

4 ... kallt vitt 4000K

Ledningar:

LED Driver (konstant strom)

ND - ej dimbar (standard)

DIM - analog dimbar 1-10V

DALI - digital dimbar DALI

Tillampning:

Smala linjdra aluminium armaturer for direkt eller direkt / indirekt
ljusfordelning.

Méjligt installation i rad (version / R) med kontinuerlig montering.

Bor installeras hangande (hdngande uppsattning ingar) eller dikt.

Syftar till belysning av representativa arbetsplatser eller dekorativ

belysning.

Varianter:

HL - singel pendelarmatur, direkt

HLP - singel armatur for utanpaliggande installation.

HL /DI - singel pendelarmatur, direkt / indirekt

HL /R - direkt hdngande montage i raka led.

Notera:
Sladd upphéngning ingar i for HL och HL/R.

Beslag H kan modifieras vilket mojliggér anslutning i raka led. | detta
fall levereras armaturer med anslutande endcaps, som kopplas med

kontakter.
Raden kan kompileras av START, CONT och dndbeslag

ANDKAPA AV ARMATUREN HLP/
END CUP OF LUMINAIRE HLP

ANDKAPA AV ARMATUREN HL /
END CUP OF LUMINAIRE HL

[ T o] 2% e i

HLTMKO

Pendant LED fittings
Body:

Aluminium profile finished in RAL9006
Optic:

KO - opal cover ACRYL SATINE

LED:

Mid Power LED

CRI 80 (CRI 90 on request)

3..warm white 3000K

4...cold white 4000K

Wiring:

LED driver (constant current)

ND - not dimmable (standard)

DIM - analogue dimmable 1-10V
DALI - digital dimmable DALI

Application:

Slim aluminium linear fittings for direct or direct/indirect light distribution.

Possible installation to the row (version /R) with continous assembly.

Should be installed as pendant (pendant set included) or as surface
mounted luminaire.

Intended to illumination of reprezentative work places or decorative
lighting.

Variants:

HL - single pendant luminaire, direct

HLP - single luminaire for surface instalation, cannot be connected into
rows.

HL /DI - single pendant luminaire, direct / indirect

HL /R - direct pendant luminaire for installation to straight rows

Note:

Cord suspension set included in the fitting for HL and HL/R.

Fittings H can be produced in modification enabling join them into
straight row. In this case are luminaires delivered with connecting
endcaps, with through wiring with connectors.

The row can be compilated by START, CONT and END fittings

KONTAKT DALI/ CONNECTOR DALI




Kod / codes: HL1IMKO3V1/ 700ND

HL 1 M KO 3 \"A| /700ND
=
= y =2
° . S =35
] =z < © L
S 2 g 222
9] 2 e & " @ g € €
= 2 > ¥ o A o £ € E
g g S < ks p 2 kel 3 3
3 - o ° 9] =
I N 5 :_ 282
= o 2 S8 = 2 S<yIa
S 1 : =2 ~ c s
2| ¢ SEEE PR g 2 53¢ 88
S S T Eo S ® QX X - £25 EE
< 2 5088 <g €83 3 S =350
> £ RN > O I ReRs] c > <o T
@ 5 4 3 2 o S o T ks BE S5
o == Ev 25 2 z 2Sn=%
= < & <wn = =2 o< < /R ZOO0
END
CONT
% START
B
=
A
Artkel nr: | HL... w Im Im/W A B C R kg
1263 | HL1SKO&/3504# 17 1450 85
592 260 - 550 2
1264 | HL1SKO&500# 25 2000 80
1265 | HL1MKO&700# 34 3000 88
1185 66 100 700-1100 4
1266 | HL1MKO&1050# 54 4450 82
1267 | HL1LKO&1050# 50 4300 86
1485 700 - 1400 5
1268 | HL1LKO&1400# 68 5600 82
Artkel nr: | HLP... w Im Im/W A B C X kg
1760 | HLPTMKO&700# 34 3000 88
1185 66 100 1000 4
1761 | HLPTMKO&1050# 54 4450 82
Artkel nr: | HL...DI w Im Im/W A B C R kg
1762 | HL1MKO/DI_700 25 2800 112
1185 66 100 800-1 100 4,5
1763 | HL1MKO/DI_1050 39 4000 103
&-3 =3000K, 4 = 4000K, Im - armaturljusflode / luminaire light output # - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pé ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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HVL

Infdllda linjara LED armaturer
Holje:

Elox aluminiumprofil, metallplatta endcaps finish i RAL9006
LED:

Mid Power LED

CRI 80 (CRI 90 pa begaran)

3...varmvit 3000K

4.. kallvit 4000K

Optic:

opal holje ACRYL Satine

Ljusstyrning:

LED strom driver

ND - ej dimbar (standard)

DIM - dimbar 1-10V

DALI - Dimbar DALI

Varianter:

HVL - inbyggd armatur for enkel installation av gipsskivor i tak.

HVL /R - inbyggd installation for linjar installation i rader. En rad avslutas
fran START, CONT och END-beslag.

230V

LED 50 Hz

HVLIM

Recessed LED linear fittings
Body:

Aluminium profile finished in RAL9006
LED:

Mid Power LED

CRI 80 (CRI 90 on request)

3..warm white 3000K

4...cold white 4000K

Optic:

opal cover ACRYL SATINE

Wiring:

LED current driver

ND - not dimmable (standard)

DIM - dimmable 1-10V DC

DALI - dimmable DALI

Variants:

HVL - recessed luminaire for single installation into gypsum plasterboard
ceiling

HVL /R - recessed installation for linear installation into rows. A row is
copleted from START, CONT and END fittings.

ANDKAPA AV ARMATUREN / END
CAP OF LUMINAIRE

BAKSIDAN / BACK SIDE

I1SO3 KONTAKT/1SO3 CONNECTOR .




Kod / codes: HVL1MKO3V1/1050ND
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Artkel
nr: w Im Im/W A B C C1k D E kg
1764 | HVLTMKO&700# 34 3000 88
1196 90 100 1180x70 1175 66 3,8
1765 | HVLTMKO&10504# 54 4450 82
&-3 =3000K, 4 = 4000K, Im - armaturljusflode / luminaire light output, # - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without erx

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.




Artkel
nr:

HLT

2040

596
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LED

Fristdende LED armaturer

Armaturhélje

Aluminiumprofil och fot i stal RAL9006
Optik:

Opal tackt ACRYL SATINE

Direkt / indirekt ljusfordelning

LED:

Mid Power LED

CRI 80 (CRI' 90 pa begaran)
3...varmvit 3000K

4.. .kallvit 4000K
Ljusstyrning:

LED strém driver

ND - ej dimbar (standard)
TD - rorelse dimbar

Anvédndning:

Frittstdende armaturer kan placeras pa vilken plats
som helst i rummet, i vilken position som helst i
forhallande till arbetsomradet.

Indirekt / direktljus kan skiftas / dimmas separat.
Ljusférdelning — 50% direkt / 50% indirekt.

Hojden pé armaturen &r 2m.

230V| | EVG | |eveomm ' CRI | | EEC/
50 Hz| /AN Faw 80 § A
L80B50
1 }.i
] I I| |
HLT
HLT

Free-standing LED luminaires
Body:

Aluminium profile and steel base finished in RAL9006
Optic:

Opal cover ACRYL SATINE

Direct / indirect light distribution

LED:

Mid Power LED

CRI 80 (CRI 90 on request)
3...warm white 3000K
4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)
TD - touch dimmable

Application:

Free-standing luminaires can be positioned in any
location in the room, at any position relative to the
task area.

Indirect/direct light can be switched/dimmed
separately. Light distibution - 50% direct / 50%
indirect.

Luminaire height 2 m.

w Im

Im/W kg

1766

HLT&KODIV1/#

72 5600

78 10,0

&-3=3000K, 4 = 4000K,

OPTISK DEL / OPTICAL PART

Im - armaturljusflode / luminaire light output

ANDKAPA AV ARMATUREN /
ENDCAP.

STATIV/STAND

# - Kabeldragning / wiring

STROMBRYTARE / SWITCHES




SOL

LED armatur med strombrytare

Armaturholje:

Elox aluminiumprofil

Optik:

Opak hélje

LED:

Mid Power LED

3...varmvit 3000K

4.. kallvit 4000K

Ljusstyrning:

Ej dimbar

Anvandning:

vaggarmatur for generell anvandning i bostads- eller gemensamt
utrymme.

Kod / codes: SOL2000M3KOND

230V _CRI | | EEC
LED
50 Hz 80 A+ |l 170850
) soL
012000

LED luminaires with switcher
Body:

Eloxal aluminium profile

Optic:

Opal cover

LED:

Mid Power LED

3...warm white 3000K

4...cold white 4000K

Wiring:

Non dimmable driver-on-board

Application:

Wall-mounted luminaire for general using in residental or common space
Connection by screw terminal block

SOL 2000 M 3 KO ND
T < = >~ w
-1 o . c =R ~ > T 8038
o S 28 gg T S Ly88 SUESEE
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Artkel
nr: w Im Im/W A C M X kg
3348 | SOL1000 S 11 1250 114 600 300 - 460 0,25
32 43 70
3349 | SOL2000 M 20 2200 110 1200 400 - 1050 0,40
Im - armaturljusfléde / luminaire light output
STROMBRYTARE / SWITCH ANDKAPA + HOLJE / ENDCAP +
COVER M X

/




LED armaturer

Holje:

Elox eller vitmalad aluminiumprofil
Optik:

KN - microprizmatisktiskt holje
LED:

Mid Power LED

CRI 80

3...varmvit 3000K

4.. kallvit 4000K

Ljusstyrning:

LED strém driver

ND - ej dimbar (standard)

DALI - Dimbar DALI (endast SBL /X)

Versioner:

SBL ... armatur med en brytare, Elox yta
SBL/ B ... vitmalad armatur

SBL /R ...armatur for installation till en linje
SBL/ X ... utan strombrytare

Anvéandning:
Armatur for generell anvandning i bostads- eller gemensamt utrymme.
Kan installeras i raka eller sneda linjer.

Tillbehor:

SBLSPOJK - anslutningsdel - kors, for SBL /R, inkl. ledningar, elox

SBLSPOJP - rak anslutningsdel, for SBL /R, elox

SBLSPOJR - anslutningsdel, sned 90 grader, Fér SBL /R, inkl. ledningar, elox
SBLSPOJT - anslutningsdel - T-formad, for SBL /R, inkl. ledningar, elox

ZH21 - upphéangningsset (2 hangpunkter)

STROMBRYTARE / SWITCH BAS /BASE

230V| | EVG

LED 50 Hz

AL

SBL

LED luminaires

Body:

Elox or white painted aluminium profile
Optic:

KN - microprizmatic cover

LED:

Mid Power LED

CRI 80

3...warm white 3000K

4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)

DALI - dimmable DALI (only SBL /X)

Versions:

SBL ... luminaire with a switch, Elox surface
SBL /B ... white painted luminaire

SBL /R ... luminaire for installation to a line
SBL /X ... without switch

Application:
Luminaire for general using in residental or common space
Can be installed into straight or oblique lines.

Accessories:

SBLSPOJK - connection part - cross, for SBL/R, incl. wiring, elox
SBLSPOJP - straight connection part, for SBL/R, elox

SBLSPOJR - connection part - oblique 90dg., for SBL/R, incl. wiring, elox
SBLSPOJT - connection part - T shape, for SBL/R, incl. wiring, elox

ZH21 - suspension set (2 hanging points)

MICROPRIZMATISKTISKT HOLJE /
MIGROPRISMATIC COVER

MONTERING TILL BAS /
MOUNTING TO BASE




Kod / codes: SBL3MKNV2/B125ND/R

SBL 3 M KN V2 /B 125ND /R

3000K,
4000K,
600 mm
1200 mm
1500 mm

KN - mikroprizmaticky / microprizmatic

Typ av armatur / Luminaire type
Fargtemperatur / Color temperature
Armaturens langd / body lenght:
Anvéanda LED / Used LEDs
Modifikation / Modification

X = Utan switch / without switch

B - Vit / white

Typ av Driver / Driver type:

ND - ej dimbar / no dimmable

DALI - Dimbar DALI / dimmable DAL
Linjar hoppsattning / assembly to row

Holje: / Cover

3
4
S
M
L

>

SBLSPOJK SBLSPOJR SBLSPOJT
| X |
| |
SBLS g do 4 m
| X ’ X ‘
SBLM, L | |
q do ) B m
{ | o
| A |
Artkel
nr: w Im Im/W A B C X kg
1771 | SBL&SKN/100# 18 1600 89 605 490 09
1772 | SBL&MKN/125# 29 2650 91 1185 42 45 545 1.2
1773 | SBL&LKN/180# 42 3900 93 1485 693 1,5
& -3 =3000K, 4 = 4000K Im - armaturljusfléde / luminaire light output # - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without mmx "

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.




FLY

Pendlad direkt/indirekt LED armatur

Armaturholje:

Driftdonsbox i gra farg (finns som option i vit eller svart)

Bléandskydd:
Transparent akrylkskiva

LED:

Mid Powere LED
3...varmvit 3000K
4..kalvvit 4000K
5...dagsljus 5700K

MIXW - justerbar fargtemperatur 3000K — 6000K

Ljusstyrning:

LED drivdon konstantstrom
ND - ej dimbar (standard)
DALI - DALI dimbar

Varianter:
FLY..RM - Pendlad 1227 x 435 mm
FLY..S — Ytmonterad 638 x 435 mm

Notis:

Som standard medféljer transparent elkabel (2meter lang)

i upphangningssetet

TRANSPARENT AKRYLSKIVA/
TRANSLUCENT LAYER

UPPHANGNINGSANORDNING/
DRIVER BOX

2 eeo] el e ] (7]

FLY

Pendant direct/indirect LED fittings
Body:

Metal gear box finnished in grey color (optionaly in white or black)
Optic:

Translucent acrylic layer

LED:

Mid Power LED

3...warm white 3000K

4...cold white 4000K

5...daylight 5700K

MIXW - tunble white 3000-6000K

Wiring:

LED current driver

ND - not dimmable (standard)

DALI - dimmable DALI

Version (body shape):
FLY..RM - rectangle 1227x435mm
FLY...S - surfaced 638x435 mm

Note:
Cord suspension set incl. transparent power supply cable (2 m length) is
standardly included in a packing

TRANSPARENT AKRYLSKIVA/
TRANSLUCEN"LAYER

N



Kod / codes: FLY4000RM3GP/ND

FLY 4000 /ND
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Artkel
nr: w Im Im/W A B X Y kg
3309 | FLYS3000RS&# 26 2500 96 638 224 23 4,5
3310 | FLY4A000RM&# 44 4100 93
435
3311 | FLY600ORM&# 63 5800 92 1227 445 45 7
3312 | FLYBOOORM&# 77 7100 92

&-3 =3000K, 4 =4000K, 5 =5700K

Im - armaturljusflode / luminaire light output

# - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the

nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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LED armaturer
Holje:

Vitmalat zinkmetallholje (RAL9003)
Optik:

KN — microprizmatisktisk diffusor
KO - opak holje

LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
3...varmvit 3000K

4...kallvit 4000K

Ljusstyrning:

LED driver (konstant strom)

ND - ej dimbar (standard)

DIM - analog dimbar 1-10V

DALI - digital dimbar DALI

Anvéandning:
Plan ytbelysningsarmatur.
For belysning pa kontor, korridorer.

Versioner:

SS - kvadrat

RM - rektangel, medium
RL - rektangel, stor

SKYDDSHALLARE / COVER SAFETY
HOLDER

':‘ LED 230V| | EVG | |evcomm ' CRI | | EEC/

50 Hz| /AN Faw 80 § A
L80B50

/ G1RM

LED light fitting

Body:

White painted (RAL 9003) zinc metal sheet

Optic:

KN - microprizmatic diffusor
KO - opal cover

LED:

Mid Power LED

CRI 80 (CRI 90 on request)
3..warm white 3000K

4...cold white 4000K

Wiring:

LED driver (constant current)

ND - not dimmable (standard)
DIM - analogue dimmable 1-10V
DALI - digital dimmable DALI

Application:
Flat surface lighting fitting.
For illumination of offices, corridors.

Versions:

SS - square

RM - rectangle, medium
RL - rectangle, large

MONTERINGSHAL / MOUNTING
HOLE

_ MAGNETISK SKYDDSHALLARE /
- MAGNETIC COVER HOLDER

'Y

()

i w T

e
1
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Kod / codes: GIRMKN3V1/700ND

G 1 R M KN 3 \'A| / 700ND
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Artkelnr: | ¢ ko w Im Im/W A B c X Y kg
1774 | G2SSKO&/700# 33 3900 118
650 650 400 470 4,5
1775 | G2SSKO&/1050# 50 5400 108
1776 | GIRMKO&/700# 33 3900 118
1230 40 800 3,7
1777 | G1IRMKO&/1050# 52 5700 110
220 150
1778 | G1RLKO&/10504 39 4650 119
1535 1100 4,5
1779 | G1RLKO&1400# 48 5700 119
Artkelnr: | ¢ N w Im Im/W A B c X Y kg
1780 | G2SSKN&700# 33 4100 124
650 650 400 470 4,5
1781 | G2SSKN&1050# 50 5700 114
1782 | GTIRMKN&/700# 33 4200 127
1230 40 800 3,7
1783 | GTIRMKN&/10504# 52 6000 115
220 150
1784 | GTRLKN&/1050# 39 4900 126
1535 1100 4,5
1785 | GTRLKN&/1400# 48 6 000 125
&-3 =3000K, 4 = 4000K, Im - armaturljusflode / luminaire light output # - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without T ,mx

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the 2 Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.




ESO

LED armaturer
Holje:

Vitmalat metallholje (RAL9016)
Optik:

KN - klar PS microprizmatisktisk holje
KO - opak PS hélje

LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
3...varmvit 3000K

4...kallvit 4000K
Ljusstyrning:

LED strom driver

ND - ej dimbar (standard)

DIM - dimbar 1-10V

DALI - Dimbar DALI

Anvéandning:
Standard satt att anvanda ar en ytinstallation. Med hjalp av

upphéangningssats ZH22 ar dven hangande installation mgjlig.

S = |

ESO4000

LED fitting

Body:

White painted (RAL 9016) metal sheet
Optic:

KN - clear PS microprizmatic cover
KO - opal PS cover

LED:

Mid Power LED

CRI 80 (CRI 90 on request)
3...warm white 3000K
4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)
DIM - dimmable 1-10V DC
DALI - dimmable DALI

Application:
Default way of using is a surface installation. Using suspension set ZH22
also pendant installation is possible.

MIKROPRISMATISKT HOLJE /
MICROPRIZMATIC COVER

BORTTAGNING AV LOCKET /
COVER REMOVING

LED MODULER /LED MODULES

TERMINAL / TERMINAL




Kod / codes: ESO4000RMKN3ND

ESO | 4000 R M KN 3 ND
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ESO4000SSKO
A
Artkelnr: ['eoo kO w Im Im/W A B C X Y kg | LED=C>
1786 | ESO2000RSKO&H# 20 2200 110 610 240 500 150 2,5 2x18W
1787 | ESO3000SSKO&# 24 2900 121
1788 | ESO4000SSKO&H# 36 4100 114 560 560 400 400 4 4x18W
1789 | ESO6000SSKO&H# 57 6000 105
52
1790 | ESO3000RMKO&# 26 3300 127
1210 950 4,5
1791 | ESO4000RMKO&H# 38 4400 116 2x36W
240 150
1792 | ESO5000RLKO&# 44 5000 114
1510 1200 55
1793 | ESO6000RLKO&H# 63 7 000 111
Artkelnr: | g kN w Im Im/W A B c X Y kg | LED=——
1794 | ESO2000RSKN&# 20 2300 115 610 240 500 150 2,5 2x18W
1795 | ESO3000SSKN&# 24 3050 127
1796 | ESO4000SSKN&# 36 4300 119 560 560 400 400 4 4x18W
1797 | ESO6000SSKN&# 57 6300 111
52
1798 | ESO3000RMKN&# 26 3500 135
1210 950 4,5
1799 | ESO4000RMKN&## 38 4600 121 2x36W
240 150
1800 | ESO5000RLKN&# 44 5300 120
1510 1200 55
1801 | ESO6000RLKN&# 63 7 450 118
&-3 =3000K, 4 = 4000K Im - armaturljusflode / luminaire light output # - Kabeldragning / wiring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

TUPEXe ik
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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LED armaturer med optiskt system

Holje:

Vitmalat metallholje (RAL9003)

Optik:

KV - dubbel parabolsk ventillationsgaller kategori C2 i hdgpolerat
aluminium, med opak tdckning av LED-moduler

KVM - dubbel parabolsk ventillationsgaller kategori C2 av matt aluminium,
med opak tackning av LED-moduler

LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)

3...varmvit 3000K

4.. kallvit 4000K

Ljusstyrning:

LED strém driver

ND - ej dimbar (standard)

DIM - dimbar 1-10V

DALI - Dimbar DALI

Anvéandning:

Yt - eller hdngande installation.

Dessa LED armaturer rekommenderas for kontor och belysningsomraden
med hoga krav pa ljus- och reflexkontroll.

Tillbehor:
Upphangningsset ZH22

HALLARETILL VENTILLATIONSGALLRET
/LOUVRE HOLDER

MONTERINGSHAL / MOUNTING
HOLES

LLL KVM

LED luminaires with optic system

Body:

White painted (RAL 9003) metal sheet

Optic:

KV - double parabolic louvre category C2 of highly polished aluminium,
with opal cover of LED modules

KVM - double parabolic louvre category C2 of mat aluminium, with opal
cover of LED modules

LED:

Mid Power LED

CRI 80 (CRI 90 on request)
3...warm white 3000K
4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)
DIM - dimmable 1-10V DC
DALI - dimmable DALI

Application:

Surface or pendant installation

These LED fittings are recomended for offices, for lighting areas with high
requirements for light and glare control.

Accessories:
Suspension set ZH22

DETALJ AV VENTILATIONSGALLER / TERMINAL / TERMINAL

/LOUVRE DETAIL




Kod / codes: LLLA00ORM2KV3ND

LLL 4000 R M 2 KV 3 ND
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Artkel nr: | LLL..KV w Im Im/W A B c X Y kg LED= >
1802 | LLL3000SS4KV&i# 28 3100 111
611 410 400 310
1803 | LLL4000SS4KV&i# 39 4200 108 2,2 4x18W
1804 | LLL2000RMTKV&# 19 2200 116 153 65 1x36W
1805 | LLL3000RM2KV&# 26 3200 123 1210 900
238 52 150 2,5
1806 | LLL400ORM2KV&# 39 4300 110 2x36W
1807 | LLL300ORL1KV&# 30 3400 113 153 65 3.2 1x58W
1808 | LLL5000RL2KV&# 43 5200 121 1510 1200
238 150 4,0
1809 | LLL6000RL2KV&# 60 6900 115 2x58W
Artkelnr: 1), kvm w Im Im/W A B c X Y kg LED =
1810 | LLL3000SS4KVM&# 28 3100 111
611 410 400 310
1811 | LLL4000SS4KVM&# 39 4200 108 2,2 4x18W
1812 | LLL2000RMTKVM&# 19 2200 116 153 65 1x36W
1813 | LLL3000RM2KVM&# 26 3200 123 1210 900
238 52 150 2,5
1814 | LLL4A00ORM2KVM&# 39 4300 110 2x36W
1815 | LLL3000RLTKVM&# 30 3400 113 153 65 3,2 1x58W
1816 | LLL5000RL2KVM&# 43 5200 121 1510 1200
238 150 4,0
1817 | LLL6000RL2KVM&# 60 6900 115 2x58W
&-3 =3000K, 4 = 4000K, Im - armaturljusflode / luminaire light output # - Kabeldragning / wiring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

TUPEXe ik
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.



LED armaturer med optiskt system

Holje

Gramalad i farg RAL 9007 metall

Optik

KV - dubbelparaboliska blandskydd, kategori C2 i hgpolerad aluminium
med opak lock av LED-moduler

KVM - dubbelparaboliska blandskydd C2 i matt aluminium med opak
hélje av LED-moduler

LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
3...varmvit 3000K
4...kallvit 4000K

Kabeldragning

LED - driver med konstant strom

ND - ej dimbar (standard)

DIM - dimbar 1-10V DC

DALI - Dimbar DALI

MOWI - smart wireles (Sid 102)

Tillampning

Dikt eller hdangande montage

Dessa LED armaturer rekommenderas for kontor, for belysningsomraden
med hoga krav pa ljus och avblandning.

Tillbehor
Upphéangningsset ZHX11 (2m)

MONTERINGSHAL / MOUNTING
HOLES

DETALJ AV VENTILATIONSGALLER /
/LOUVRE DETAIL

230V| | EVG | |eveoimm
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AREL400(:J

AREL KYM

LED luminaires with optic system

Body:

Grey painted (RAL 9007) metal sheet

Optic:

KV - double parabolic louvre category C2 of highly polished aluminium,
with opal cover of LED modules

KVM - double parabolic louvre category C2 of mat aluminium, with opal
cover of LED modules

LED:

Mid Power LED

CRI 80 (CRI 90 on request)
3...warm white 3000K
4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)
DIM - dimmable 1-10V DC
DALI - dimmable DALI

MOWI - intelligent wireles control (see page 102)

Application:

Surface or pendant installation

These LED fittings are recomended for offices, for lighting areas with high
requirements for light and glare control.

Accessories:
Suspension set ZHX11 (2m)

HALLARETILL
VENTILLATIONSGALLRET /
LOUVRE HOLDER

AREL + ZHX11




Kod / codes: AREL4A000RM2KVND

AREL 4000 R M 2 KV 3 ND DI
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Artkel nr: | AREL...KV w Im Im/W A B C X Y R kg LED=C"
1269 | AREL2000RMTKV&# 19 2100 111 160 85 990 2,5
1270 | AREL3000RM2KV&# 26 3050 17 1245 900
245 170 990 4
1271 | AREL4000RM2KV&# 39 4100 105 2x28W
55
1272 | AREL3000RLTKV&# 30 3200 107 160 85 1290 3
1818 | AREL5000RL2KV&# 43 4900 114 1545 1200 2x35W
245 170 1290 5
1819 | AREL6000RL2KV&# 60 6550 109 2x49W
Artkelnr: | \Rgl...KVM w Im Im/W A B c X Y R kg | LED=c—
1820 | AREL2000RM1KVM&# 19 2100 111 160 85 990 2,5
1821 | AREL3000RM2KVM&i# 26 3050 17 1245 900
245 170 990 4
1822 | AREL4000RM2KVM&# 39 4100 105 2x28W
55
1823 | AREL3000RL1KVM&# 30 3200 107 160 85 1200 3
1824 | AREL5000RL2KVM&# 43 4900 114 1545 1200 2x35W
245 170 1290 5
1825 | AREL6000RL2KVM&## 60 6550 109 2x49W
&-3=3000K, 4 =4000 K Im - armaturljusflode / luminaire light output R - Avstand fran hangande punkter / distance of hanging points

# - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without 1’ me

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.




A ] T W S Y I

AREL AS

Asymmetriska LED armaturer

Holje:

Vitmalat metallholje (RAL9016), finns dven | gratt RAL9006

Optik:

AS - vitmalad (hogreflekterande RAL9016) asymmetrisk reflektor

LED:

Mid Power LED

CRI 80 (CRI 90 pa begaran)

3...varmvit 3000K

4.. .kallvit 4000K

Ljusstyrning:

LED strém driver

ND - ej dimbar (standard)

DALI - Dimbar DALI

Anvéandning:

Yt - eller hdngande installation.

Dessa LED armaturer rekommenderas for skolklassrum, affarer och for
belysning av andra vertikala omraden.

Tillbehor:

Upphéangningsset ZH11 or ZH22

LED 230V| | EVG | |eveomm | CRI |
50 Hz @UUBUB[I] QGUHUGUU 80 |
EEC] [souo0
A+ L80B50
=|
e = : ; =
T AREL4000 AS
N ARELAS
Asymetric LED luminaires
Body:
White painted (RAL 9016) metal sheet, available also in grey RAL9006
Optic:
AS - white painted (highly reflective RAL 9016) asymetric reflector
LED:

Mid Power LED

CRI 80 (CRI 90 on request)
3...warm white 3000K
4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)
DALI - dimmable DALI

Application:

Surface or pendant installation

These LED fittings are recomended school classroms, shops, and for
illumitanation of another vertical areas.

Accessories:
Suspension set ZHX11 or ZH22

Artkel
nr: w Im Im/W A B C X Y R kg
1826 | AREL4000RMAS& 35 4200 120 1245 1000 1090 55
245 57 170
1827 | AREL600ORLAS& 50 6200 124 1545 1300 1390 7

&-3 =3000K, 4 = 4000K,

ASYMMETRISK REFLEKTOR /
ASYMETRIC REFLECTOR

Im - armaturljusfléde / luminaire light output

R - Avstand fran hangande punkter / distance of hanging points




AREL D/I

Direkta/indirekta LED armaturer

Holje:

Gramalat metallholje (RAL9007)

Optik:

KV - dubbel parabolsk ventillationsgaller kategori C2 i hdgpolerat
aluminium, med opak tdckning av LED-moduler

KVM - dubbel parabolsk ventillationsgaller kategori C2 av matt aluminium,
med opak tackning av LED-moduler

LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
3...varmvit 3000K
4...kallvit 4000K
Ljusstyrning:

LED strom driver

ND - ej dimbar (standard)
DIM - dimbar 1-10V

DALI - Dimbar DALI
MOWI - smart wireles (Sid 102)

Anvandning:

Hangande armaturer med 2-ledningsdragningar (direkt och indirekt
ljusfordelning, varje krets kan kopplas separat).

Dessa LED armaturer rekommenderas for kontor och belysningsomraden
med hoga krav pa ljus- och reflexkontroll.

Upphéngsningsset ZHX11 ingar.

4 o) 2 e )

ARELKV DI

AREL DI

LED direct/indirect luminaires

Body:

Grey painted (RAL9007) metal sheet

Optic:

KV - double parabolic louvre category C2 of highly polished aluminium,
with opal cover of LED modules

KVM - double parabolic louvre category C2 of mat aluminium, with opal
cover of LED modules

LED:

Mid Power LED

CRI 80 (CRI 90 on request)
3...warm white 3000K
4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)
DIM - dimmable 1-10V DC
DALI - dimmable DALI

MOWI - intelligent wireles control

Application:

Pendant fittings with 2-circuits wiring (direct and indirect light
distribution), each circuit can be switched separatelly.

These LED fittings are recomended for offices, for lighting areas with high
requirements for light and glare control.

Suspension set ZHX11 included.

Artkel
nr: w Im Im/W A B C X Y R kg
1828 | AREL4000RM2KV&/DI 56 5000 89 1245 900 990 55
1829 | AREL6000RL2KV&#/DI 79 8800 1 1545 1290 1250 7
245 55 170
1830 | AREL4000RM2KVM&#/DI 56 5000 89 1245 950 990 55
1831 | AREL6000RL2KVM&#/DI 79 8800 1 1545 1290 1250 7
&-3 =3000K, 4 = 4000K, Im - armaturljusfléde / luminaire light output R - Avstand fran hangande punkter / distance of hanging points
# - Kabeldragning / wiring
UPPHANGNINGSATT ZHX11/ VENTILLATIONSGALLER KV/ MONTERINGSPUNKTER / OVRE DEL AV EN ARMATUR /
SUSPENSION ZHX11 LOUVRE K % ASSEMBLY POINTS UPPER PART OF A FITTING




ASTA

Asymmetriska LED armaturer

Armaturholje:

Vitmalat metallholje
Optik:

AS - Vitmalad asymmetrysk reflektor
LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
3...Varmvit 3000K

4.. .Kallvit 4000K
Ljusstyrning:

LED strém driver

ND - ej dimbar (standard)
DALI - dimbar DALI

Anvéandning:

Yt - eller hdngande installation

Infalld i undertak

Dessa LED armaturer rekommenderas for skolklassrum, affarer och for
belysning av andra vertikala omraden

Tillbehor:

Upphéngningsset ZHX11

ASTA LED MODUL

(7 P o] (2] il e (7] B

ASTAP4000

Asymetric LED luminaires
Body:

White painted metal sheet

Optic:

AS - white painted asymetric reflector
LED:

Mid Power LED

CRI 80 (CRI 90 on request)

3...warm white 3000K

4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)

DALI - dimmable DALI

Application:

Surface or pendant installation

Recessed installation into raster 600

These LED fittings are recomended school classroms, shops, and for
illumitanation of another vertical areas.

Accessories:
Suspension set ZHX11

BAKSIDAN / BACKPLATE




Kod / codes: ASTAP4000M3/ND

ASTA P 4000 M 3 /ND
> _
= v =2
. g 2 2 o9
S < 2 g 5%
= a K9 . ® &
g 3 > gEJ YEE %
g e 5 g 5 >£TT
E |22 | 2| ¢ g 5333
E 28 g 3 S ? -2582
~ o n = o)) A~TAa
s el ot < = 5 ~5 5
2 <F £ = % . Ec¢€ [ 52583
€ ~ s > ~ c EE ¢ @ zEEE
IS o2 @ LESS SN 5T E£3
o2 <= ° SS RS £ES o 5O
> EE@N— :0 2O - n [T SN > O 7
© £ £ 0 ¢ = T O — =2 O O © —
S ST 3 Ea o0 ans2
= > o O = < wn = _ i® o« =z 00
A
R
60
T : |
- === o
oo oY) oo 21
Artkel
nr: w Im Im/W A B C X Y R kg
3350 | ASTAP2000S& 16 2000 125 595 460 500 1,8
100 60 50
3351 | ASTAP4000M& 38 4200 111 1195 1000 1100 3
&-3 =3000K, 4 = 4000K, Im - armaturljusflode / luminaire light output

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring .

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without mmx

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.




EVO

LED Linjar armatur

Armaturstomme:

Vitmalad stalplat

Optic:

CN - smalstralande 30°

CW - bredstralande 60°

CEW - extra bredstralande 110°
CRA - asymmetrisk

LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
3....varmvit 3000K

4... kallvit 4000K
5...dagsljus 5700K
Ljusstyrning:

LED drivdon konstantstrom
ND - EJ dimbar (standard)
DALI - dimbar DALI

Montage:
Ytmonterad eller nedpendlad
EVO../R singel eller raimpmontage

Tillbehor:
Upphéngningsset ZH11

EVOSPOJ - Tillbehor for linjart montage

OPTIK KLARVIT/ OPTIC CW

S = O |

EVO
LED linear fittings
Body:
White painted metal sheet
Optic:
CN - narrow 30°
CW -wide 60°

CEW - extra wide 110°
CRA - retail asymetric

LED:

Mid Power LED

CRI 80 (CRI 90 on request)

3... warm white 3000K

4... cold white 4000K

5... daylight 5700K

Wiring:

LED constant current driver
ND - not dimmable (standard)
DALI - dimmable DALI

Application:
Surface or pendant installation
EVO.../R - throw wirring for a line installation through wiring.

Accessories:
Suspension set ZH11
EVOSPOJ - connection part for a line installation

ARMATURHOLJETS FASTPUNKTER EVO
/FIXING POINTS




Kod / codes: EVO6000L4CW/ND

EVO 6000 L cw /ND
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Artkel
nr: w Im Im/W A B C X1 X2 Y R S kg
3301 | EVO2500S&*/# 14 2200 157 610 96 50 480 435 50 390 60 1.4
3302 | EVO3500S&*/# 25 3400 136 610 96 50 480 435 50 390 60 1,4
3303 | EVO4000XM&*/# 25 3800 152 896 96 50 640 640 50 670 60 2,4
3304 | EVO5000XM&*/# 37 5200 141 896 96 50 640 640 50 670 60 2,4
3305 | EVO5000M&*/# 33 5000 152 1182 96 50 950 - 50 900 60 3
3306 | EVO7000M&*/# 48 7000 146 1182 96 50 950 - 50 900 60 3
3307 | EVO6000L&*/# 38 5850 154 1468 96 50 1180 - 50 1230 60 4
3308 | EVO9000L&*/# 60 8700 145 1468 96 50 1180 - 50 1230 60 4

&-3 =3000K, 4 = 4000K,

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pé ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the

Im - armaturljusflode / luminaire light output

, ¥ - Optik / optic,

# - Kabeldragning / wiring

nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.

11 meaektriska ﬂ



KX

LED-armaturer IP44
Holje:

Vitmalad plat

Andképor i vit plast

IP skydd P44

Optik:

KO - opak PMMA holje

KM - MAT opak PMMA

LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)

3...varmvit 3000K

4...kallvit 4000K

Ljusstyrning:

LED driver konstant strém

ND - ej dimbar (not dimmable) standard
DALI - digital dimmbar DALI
Applicering:

Dessa armaturer kan monteras dikt an yta eller hangande.
Tillbehor:

Skyddsgaller - OM

Upphangningsset ZH21 (2m)

ANDKAPA AV ARMATUREN/END DEMONTERING / COVER
CAP REMOVAL

%

230V| | EVG | |eveoimm
[V feeo soquH
80000 |
80 Aw L80B50
T KX
KX3000

LED fittings with cover
Body:

White painted metal sheet

White plastic endcaps

Optic:

KO - opal PMMA cover

KM - MAT opal PMMA

LED:

Mid Power LED

CRI 80 (CRI 90 on request)
3...warm white 3000K
4...cold white 4000K

Wiring:

constant current LED driver
ND - not dimmable (standard)
DALI - dimmable DALI

Application:
These light fittings can be used as surface mounted or suspended.
- for shops, schools, social, sports and living spaces

Accessories:
Protection grid - OM
Suspension set ZH21 (2m)




Kod / codes: KX5000M3KO/ND

KX 5000 M 3 KO /ND
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Artkel
nr: w Im Im/W A B X C kg LED={—
2032 | KX3000M&KO# 18 2600 144
1210 1000 2,5
2033 | KX5000M&KO# 36 5100 142 2x36W
110 60
3321 | KX6000L&KO# 47 6900 147
1500 1200 3
3322 | KX8000L&KO# 58 8200 141 2x58W
&-3 =3000K, 4 = 4000K, Im - armaturljusflode / luminaire light output # - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pé ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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KSL

LED-armaturer med holje

Holje:

Vitmalad (RAL 9016) plat
Andképor i vit plast
Optik:

KS - semitransparent PMMA hélje
LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
3...varmvit 3000K
4...kallvit 4000K
Ljusstyrning:

LED driver konstant strém

ND - ej dimbar (not dimmable) standard

DALI - digital dimmbar DALI
DIM - analog dimmbar 1-10V
Applicering:

Dessa armaturer kan monteras dikt an yta eller hdngande.

Tillbehor:
Skyddsgaller - OM
Upphéangningsset - ZH22

BAS A ANDKAPA AV ARMATUREN /
BASE AND END CUP

DEMONTERING / COVER REMOVAL

LED 230V| | EVG | |eve omm | CRI |
50 Hz| JANT Faw 80
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LED fittings with cover
Body:

White painted (RAL 9016) metal sheet
White plastic endcaps

Optic:

KS - semiopal PMMA cover

LED:

Mid Power LED

CRI 80 (CRI 90 on request)

3...warm white 3000K

4...cold white 4000K

Wiring:

constant current LED driver

ND - not dimmable (standard)

DALI - dimmable DALI

DIM - dimmable 1-10V

Application:
These light fittings can be used as surface mounted or suspended.
- for shops, schools, social, sports and living spaces

Accessories:
Protection grid - OM
ZH22 - suspension set



Kod / codes: KSL4000OM3KS/ND

KSL 4000 M 3 KS /ND
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Artkel
nr: w Im Im/W A B C X kg LED=C—>
1277 | KSL2000S&KS# 21 2500 119 683 540 2,2
1278 | KSL2000M&KS# 20 2500 125
1279 | KSL4000M&KS# 41 5000 122 1293 1150 2,6 2x36W
208 77
1280 | KSL80OOM&KS# 65 7500 115 2x54W
1281 | KSL3000L&KS# 30 4000 133
1593 1450 31
1282 | KSL600OL&KS# 63 7300 116 2x58W
&-3 =3000K, 4 = 4000K, Im - armaturljusflode / luminaire light output # - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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BRS, BRSB
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LED armaturer med holje
Holje:

Vitmalad (RAL 9003) plat

Optik:

KO - opak PMMA hdlje (BRS, BRSB)

KOPC - opak polycarbonat hélje (BRS)

LED:

Mid Power LED med driver

2...varmvit 3000K

3...kallvit 4000K

5...dagsljus 5700K

Ljusstyrning:

ND - ej dimbar (not dimmable) standard

DALI - Dimbar DALI

DIM - dimbar 1-10V

SM - integrerad aktiv ndrvarodetektor - inte kompatibel med NZ

NZ - nédljus med batteribackup (utom BRS / BRS 300)

Applicering:

Utanpaliggande armaturer for hemanvandning , korridorer, trappor,
hygien utrymmen.

Lamplig for platser med hégfrekvent omkoppling eller for system som slar
om av en ndrvarodetektor.

Varianter:

BRS - IP 40
300 - liten storlek (@ 300 mm)
375 - mellan storlek (@ 375 mm)
480 - stor storlek (@ 480 mm)

BRSB - IP 44
300 - liten storlek (@ 285 mm)
375 - mellan storlek (@ 375 mm)
480 - stor storlek (@ 480 mm)

BRS: HALLARE FOR HOLJE / COVER
HOLDER

BRSB: HALLARE FOR HOLJE /
COVER HOLDER

230V | EVG q
[ (] reo] o] e ] (] [
] [EEC
80 A+ |l LsoBso0
" wBRS
BRSB480

LED fittings with cover
Body:

White painted (RAL 9003) metal sheet
Optic:

KO - opal PMMA cover (BRS, BRSB)

KOPC - opal polycarbonate cover (BRS)

LED:

Mid Power LED with driver

2...warm white 3000K

3...cold white 4000K

5...daylight 5700K

Wiring:

ND - not dimmable (standard)

DALI - dimmable DALI

DIM - dimmable 1-10V

SM - integrated active presence detector - not compatible with NZ
NZ - emergency pack (except BRS/BRSB 300)

Application:

Surface mounted luminaire for residential use, corridors, stairs, hygiene
facilities

Suitable for sites with high frequency switching or for systems switched
by a presence detector.

Version:

BRS - IP40
300 - small fitting (@ 300 mm)
375 - middle fitting (@ 375 mm)
480 - large fitting (@ 480 mm)

BRSB - IP 44
300 - small fitting (@ 285 mm)
375 - middle fitting (@ 375 mm)
480 - large fitting (@ 480 mm)

BRS: TACKYTA / COVER SURFACE

. LEDMODUL, KYLPLATTA / LED
MODULE, COOLING PLATE




Kod / codes: BRS3KO300V1/ NDSM

BRS |3 KO 300 Al IND SM
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BRSB Vo Al V2 V3
Styrka / Power oW 14W 27W 35W
Armaturljusflode / luminaire light output 850 Im 1300 Im 2400 Im 3000 Im
Verkningsgrad / efficiency 94 Im/W 93 Im/W 89 Im/W 86 Im/W
Ekvivalent till konventionella lampor / conventional 1x13W 2x13W 2x18W 23IW
lamps equivalent * 1x18W 1x26W 2x26W
* ungefarlig jamforelse, ersatter inte ljusberdkningen / approximate comparison, does not replace ligh calculation
S 7\
V)
Artkel nr: | BRS w Im Im/W (/] C kg
1283 | BRS&KO300V1/# 14 1400 100 300 105 11
1284 | BRS&KO375V2/# 27 2900 107 375 125 1,7 IP 40
1285 | BRS&KO480V3/# 35 3700 106 480 150 24
Artkel nr: | BRSB w Im Im/W (/] C kg
1289 | BRSB&KO300VO0/# 9 850 94 285 89 1,0
1290 | BRSB&KO300V1/# 14 1300 93 285 89 1,0
IP 44
1291 | BRSB&KO375V2/# 27 2400 89 375 108 1,6
1292 | BRSB&KO480V3/# 35 3000 86 480 132 23

&-3 =3000K, 4 = 4000K, 5=5000K Im - armaturljusflode / luminaire light output # - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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EXAL

Pendlad LED armatur

Armaturstomme:

Eloxerad aluminiumprofil

B - vit

S-gra

Optik:

KO - blédndskydd opal satin akryl
LED:

Mid power LED

CRI 80 (CRI 90 pa begéran)
3..varmvit 3000 K

4..kallvit 4000 K

MIXW - justerbar fargtemperatur 3000 - 6000 K
Styrning:

LED drivdon (konstantstrom)
ND - ej dimbar (standard)

DIM - dimbar

DALI - digital dimbar DALI

Montage:
Kan monteras pendlad (upphangningsset ingar) eller ytmonterad
Varianter:

EXAL P — ytmonterad
EXAL Z - pendlad

S | = O |

EXAL400
Pendant LED fittings
Body:
Elox aluminium profile
B - white
S -gray
Optic:
KO - opal cover ACRYL SATINE
LED:

Mid Power LED

CRI 80 (CRI 90 on request)
3..warm white 3000K

4...cold white 4000K

MIXW - tunble white 3000-6000K
Wiring:

LED driver (constant current)

ND - not dimmable (standard)
DIM - analogue dimmable 1-10V
DALI - digital dimmable DALI

Application:
Should be installed as pendant (pendant set included) or as surface
mounted luminaire.

Variants:
EXAL P - surfaced
EXAL Z - pendant

HOLJETS FASTANORDNING/  DETALJ AV HOLJET / COVER DETAIL

COVER SAFETY HOLDER

ARMATUR PROFIL / LUMINAIRE
PROFILE




Kod / codes: EXAL400C3KOPDB/ND

EXAL 400 C 3 KO P D B /ND
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Artkel
nr: | EXAL...P w Im Im/W 2c1 2Cc2 kg
3313 | EXAL400C&P# 30 3500 17
400 184 2
3314 | EXAL400CMIXWP 33 3000 91
3315 | EXAL800OC&P# 920 9500 106
800 340 4
3316 | EXAL8OOCMIXWP 67 6600 29
Artkel
nr: | EXAL...Z w Im Im/W oc1 kg
3317 | EXAL400C&Z# 30 3500 117
400 2,8
3318 | EXAL400CMIXWZ 33 3000 91
3319 | EXAL800C&Z# 920 9500 106
800 5
3320 | EXAL80OCMIXWZ 67 6600 29
&-3=3000K, 4 = 4000K, # - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without T me

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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BALOP400
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BALOV100

Hangande LED armaturer med glashoélje
Holje:

Forkromad plat

Optik:

TRIPLEX opak glas

LED:

Mid Power LED

3...varmvit 3000K

4...kallvit 4000K

Ljusstyrning:

LED driver med konstant el

ND - ej dimbar (not dimmable) standard
DALI - Dimbar DALI

Varianter:

BAL OP - opal boll

BAL OV - opal cylinder
Upphiéngning:

Sjalvbarande transparent 2m kabel

Pendant LED fittings with glass

cover

Body:

Chrome plated metal sheet
Optic:

TRIPLEX opal glass

LED:

Mid Power LED

3...warm white 3000K
4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)
DALI - digital dimmable DALI
Variants:

BAL OP - opal ball

BAL OV - opal cylinder
Suspension:

Self-supporting transparent 2 m cable

Artkel
nr: | Kod w Im Im/W [} kg
1293 | BALOP200& 20 2000 100 200 2
1294 | BALOP400& 40 4100 103 400 4
1295 | BALOV100& 20 1700 85 100 2
& -3 =3000K, 4 =4000K, Im - armaturljusfléde / luminaire light output
POLERAT HOLJE / POLISHED MONTERINGSLADA / MOUNTING VARIANT BAL OV /VARIANT
COVER BOX BALOV

|

300
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DISC400
S —
Hangande LED armaturer Pendant LED fittings
Holje: Body:
Vitmalat aluminiumring (RAL9003) White painted (RAL 9003) aluminium ring
Optik: Optic:
Transparent acrylic lager + mikroprismatiskt holje Translucent acrylic layer + microprizmatic cover
LED: LED:
Mid Power LED Mid Power LED
3...varmvit 3000K 3...warm white 3000K
4.. kallvit 4000K 4....cold white 4000K
Ljusstyrning: Wiring :
LED strom driver LED current driver
ND - ej dimbar (standard) ND - not dimmable (standard)
DALI - Dimbar DALI DALI - dimmable
Varianter: Variants:
DISC P - passar med drivlada pa ytan DISC P - fitting with surfaced drive box
DISCV - passande med inbyggd drivlada DISCV - fitting with recessed drive box
Upphéngning: Suspension:
Sjalvbarande transparent 2m kabel - Self-supporting transparent 2m cable
Kod / codes: DISC200V3B/ND
DISC | 200 Vv 3 IND
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Artkel
nr: w Im Im/W 2] kg
1834 | DISC200 10 1000 100 200 1,5
3352 | DISC400 26 2900 112 400 2,5

&-3 =3000K, 4 = 4000K

UTAN INDIREKT BELYSNING /
WITHOUT INDIRECT ILUMINATION

Im - armaturljusfléde / luminaire light output

MED INDIREKT BELYSNING/ WITH
INDIRECT ILUMINATION

L

o \) W -
il T\
4

DRIVERLADA PA YTAN / SURFACED

INBYGGD DRIVERLADA /

DRIVER BOX RECESSED DRIVER BOX




PLUM

#a BOHEMIA
VW LEDGLASS

Dekorativa LED armaturer
Holje:
TRIPLEX opak glas

Vitmalad takbas
Sjalvbarande transparent kabel

LED:

Mid Power LED

3...varmvit 3000K

4. .kallvit 4000K

Ljusstyrning:

LED strom driver placerad pa takbasen
ND - ej dimbar (standard)

DALI - Dimbar DALI

Varianter:

BAL SV - bas med 1 upphéngning
BAL SV3 - bas med 3 upphdngningar

BALSV3

Decorative LED luminaires

Body:

TRIPLEX opal glass

White painted ceiling base
Self-supporting transparent cable

LED:

Mid Power LED

3...warm white 3000K

4...cold white 4000K

Wiring:

LED current driver placed in ceiling base
ND - not dimmable (standard)

DALI - dimmable DALI

Variants:
BAL SV - base with 1 suspension
BAL SV3 - base with 3 suspensions

700
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Artkel
nr: w Im 0 D2 ¢ kg
1835 | BALSV 12 1200 max 2000 mm 1,2
120
1836 | BALSV3 32 3200 max 900 mm 3
OPAK TRIPLEX/ OPAL TRIPLEX VAXELLADA / GEAR BOX
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#a BOHEMIA
W LEDGLASS

BALHR

Dekorativa LED armaturer

BALOK

e

Decorative LED

eve | [777] [GR1] [EEC)
e 7] i
-y

DA

Holje: luminaires
Inblast glas Body: DI
Forkromad takbas Blzwyr; glass S 1
Sjalvbarande transparent kabel Chromed ceiling base 1 ]
LED: Self-supporting transparent cable
Mid Power LED LED:
3...varmvit 3000K Mid .Power LED c
4:..kaIIV|t.4000K 3...warm white 3000K : &
Ljusstyrning: 4...cold white 4000K 2 %
LED strom driver placerad pa takbasen - =
ND - ej dimbar (standard) Wiring:
DALI - Dimbar DALI LED current driver placed in ceiling base -
- ND - not dimmable (standard)
\éaRréacnter - :eTn A tvdlic Tuskall DALI - dimmable DALI o
- opak glas med tydlig ljuskalla .
HR CO - réF:t ggs med opyak Ijguikélla \I_I|aRr||3aCnts - Plealr: ith clear liaht
R FO Vil los med ook sl R N
HR ?0 -gront glas med opak ljuskalla HR FO - violet glass with opal light source .
Varianter - Ck'-'clumbe" HR ZO - green glass with opal light source
8& ggj %F;?ggsas Variants - Cucumber:
- OK BC- opal glass
OK FO - violett glas OK CO - red alass
OK ZO - gront glas oK Fofviolegtglass =
OK ZO - green glass
Artkel
nr: w Im 0 D2 C kg
1837 | BAL HRBC4DALI
1838 | BAL HRCO4DALI
15 1400 220 450-550 4,5
1839 | BAL HRFO4DALI
1840 | BAL HRZO4DALI
1841 | BAL OKBC4DALI
1842 | BAL OKCO4DALI
20 2100 130 550-650 3
1843 | BAL OKFO4DALI
1844 | BAL OKZO4DALI
‘r ' ROD/RED VIOLETT/VIOLET GRON / GREEN VAXELLADA / GEAR BOX

. Ty

[




Infallda LED armaturer

Holje:

Vitmalat metallholje (RAL9016)
Optik:

KO - opak PS skydd

LED:

Mid Power LED
3...varmvit 3000K
4...kallvit 4000K
Ljusstyrning:

LED strom driver

ND - ej dimbar (standard)
DALI - Dimbar DALI

Anvandning:
Inbyggd installation i gips eller raster tak

o] [

0] ] [

=y DS2000KO

DS2000KO

Recessed LED fitting
Body:

White painted (RAL 9016) metal sheet
Optic:

KO - opal PS cover

LED:

Mid Power LED

3...warm white 3000K

4...cold white 4000K

Wiring :

LED current driver

ND - not dimmable (standard)

DALI - dimmable DALI

Application:
Recessed installation into gypsu for raster ceiling

Artkel
nr: w Im Im/W A B C C1k kg
1850 | DS1000KO&/200/# 10 1000 100
224 224 90 210X210 0,7
1851 | DS2000KO&/200/# 19 2000 105

&-3 =3000K, 4 = 4000K

Im - armaturljusfléde / luminaire light output

FIXERINGSKLAMMA / FIXING

CLIP

# - Kabeldragning / wiring

OBEROENDE DRIVER/  DETALJ AV HOLJET / COVER DETAIL

INDEPENDENT DRIVERE




SPMS

230V

LED 50 Hz
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SPMS 2000
SPMS 2000
v
A
Infdllda LED armaturer Recessed fittings
Holje: Body:
Vitmalat metallholje (RAL9003) White painted (RAL 9003) metal sheet
Optik: Optic:
Transparent acrylic lager med ett mikroprismatiskt holje Translucent acrylic layer with a microprizmatic cover
LED: LED:
Mid Power LED Mid Power LED
CRI 80 CRI 80
3...varmvit 3000K 3...warm white 3000K
4.. kallvit 4000K 4...cold white 4000K
Ljusstyrning: Wiring:
LED strém driver LED current driver
ND - ej dimbar (standard) ND - not dimmable (standard)
DIM - dimbar 1-10V DC DIM - dimmable 1-10V DC
DALI - Dimbar DALI DALI - dimmable DALI
Anvédndning: Application:
Inbyggd installation i gips eller raster tak Recessed installation into gypsum or raster ceiling
Kod / codes: SPMS2000KN4/300/ND
SPMS 2000 KN 4 /300 IND
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Artkel
nr: w Im Im/W A B C 1k kg
1848 | SPMS2000KN&/300/# 17 1800 106
296 296 46 282x282 1,6
1849 | SPMS3000KN&/300/# 23 2300 100

&-3 =3000K, 4 = 4000K

DRIVER

Im - armaturljusfléde / luminaire light output

FIXERINGSKLAMMA / FIXING CLIP

# - Kabeldragning / wiring




SPMN

W

Infdllda runda LED armaturer
Holje:

Vitmalad metall (RAL 9003)

Optik:

Genomskinlig akryl skikt med en mikroprismatisk hélje
LED:

Mid Power LED

CRI 80

3...varmvit 3000K

4.. kallvit 4000K

Ljusstyrning:

LED driver med konstant strom

ND - ej dimbar (not dimmable) standard

DALI -dimbar DALI

Tillampning:

Infalld installation i gips eller rastertak

Kod / codes: SPMN4KN370V2/700ND

230V| | EVG | |eveomm | CRI |
P [ceo] 20%] el [ ][] R
EEC
A L80B50
SPMN190

Recessed round fittings
Body:

White painted (RAL 9003) metal sheet
Optic:

Translucent acrylic layer with a microprizmatic cover
LED:

Mid Power LED

CRI 80

3...warm white 3000K

4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)

DALI - dimmable DALI

Application:
Recessed installation into gypsum or raster ceiling

SPMN 4 KN 370 V2 /700ND
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Artkel
nr: SPMN w Im Im/W oC B () kg
1297 | SPMN&KN190/350# 14 1300 93
210 190 0,9
1298 | SPMN&KN190/500# 22 2000 91
46
1852 | SPMN&KN370/700# 28 3000 107
390 370 2
1853 | SPMN&KN370/900# 36 3600 100
&-3 =3000K, 4 = 4000K Im - armaturljusfléde / luminaire light output # - Kabeldragning / wiring
KLAMINFASTNINGEN / FIXING CLIP ARMATUR PROFIL / LUMINAIRE ~ DETALJ AV HOLJET / COVER DETAIL
PROFILE
S} )
oc !




SPMP

Ytmonterade runda LED armaturer
Holje:

Vitmalad metall (RAL 9003)

Optik:

Genomskinligt akrylskikt med mikroprismatisk holje
LED:

Mid Power LED

CRI 80

3...varmvit 3000K

4. .kallvit 4000K

Ljusstyrning:

LED driver med konstant strom

ND - ej dimbar (standard)
DALI —dimbar DALI

Kod / codes: SPMP4KN370V2/700ND

230 V| | EVG | |eveomm | CRI |
[ e 205t vt [ ][] o
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SPMPKN190

Surfaced round fittings
Body:

White painted (RAL 9003) metal sheet
Optic:

Translucent acrylic layer with a microprizmatic cover
LED:

Mid Power LED

CRI 80

3...warm white 3000K

4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)

DALI - dimmable DALI

SPMP 4 KN 370 V2 /700ND
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Artkel nr: | Kod w Im Im/W ) X Y kg
1299 | SPMP&KN190/350# 14 1100 79
190 120 140 09
1300 | SPMP&KN190/500# 22 1800 82
1854 | SPMP&KN370/700# 28 2600 93
370 200 230 2
1855 | SPMP&KN370/900# 36 3200 89
&-3 =3000K, 4 = 4000K Im - armaturljusfléde / luminaire light output # - Kabeldragning / wiring
ARMATUR PROFIL / LUMINAIRE BAKPLATTA /BACK PLATE DETALJ AV HOLJET / COVER DETAIL
PROFILE
O
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Infallda nedatriktade LED armaturer

Holje:

Vitmalat aluminiumhdlje
Optik:

Hogpolerad aluminium reflektor
Opak glasskydd

LED:

COB CITIZEN

Ljusstyrning:

LED driver (konstant strom)
ND - ej dimbar (standard)
DALI - Dimbar DALI

DIM - dimbar 1-10V

Anvandning:

Inbyggd nedatriktad armatur for installation i falskt tak
Versioner:

B-reflektor diameter 130mm

C-reflektor diameter 190mm

D-reflektor diameter 240mm

KONTAKT / CONNECTOR

A

KLAMINFASTNINGEN / FIXING CLIP

7 L] %] [

_CRI|

80
EEC
A L80B50

SPMI3000

Recessed LED downlights
Body:

White painted aluminium body

Optic:

Highly polished aluminium reflector

Opal glass cover

LED:

COB CITIZEN

Wiring:

LED driver (constant current)
ND - not dimmable (standard)
DALI - dimmable DALI

DIM - dimmable 1-10V

Application:
Recessed downlight for installation into false ceiling.

Versions:

B - reflector diameter 130 mm
C - reflector diamerer 190 mm
D - reflector diameter 240 mm

DETALJ AV REFLEKTORN / DETAIL
OF REFLECTOR

SPMI3000




Kod / codes: SPMI1000KO3V2CB/ND

SPMI 1000 KO 3 V2 C B IND
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SPMI SPMI700 SPMI1000 SPMI1500 SPMI2000 SPMI3000
Power / Power 8w mnow 15W 20W 28W
Ljusfléde / luminaire light output 750 Im 1000 Im 1500 Im 2100 Im 3000 Im
Effektivitet / efficiency 94 Im/W 100 Im/W 100 Im/W 105 Im/W 107 Im/W
Lamp substitution / conventional lamps equivalent * 2x13W 2x18W 2x26W
1x13W 2x42W
X 1X18W 1526W 1X42W x

* Ungefarlig jamforelse, ersatter inte ljusberdkning / approximate comparison, does not replace ligh calculation
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Artkel nr: | Kod w Im Im/W [7] B [ | kg
1856 | SPMI700KO&/# 8 750 94 130 64 115 0,7
1857 | SPMI1000KO&/# 10 1000 190 78 175 1

100
1858 | SPMI1500KO&/# 15 1500
1859 | SPMI2000KO&/# 20 2100 105 240 87 225 2
1860 | SPMI3000KO&/# 28 3000 107

&-3 =3000K, 4 = 4000K

Im - armaturljusflode / luminaire light output

# - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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SPMT
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Infdllda LED armaturer
Holje:

Vitmalat metallholje (RAL9003)

Optik:

KO - opak PS skydd

LED:

Mid Power LED

3...varmvit 3000K

4.. kallvit 4000K

Driver-pa-board

Anvandning:

Inbyggd installation i gips eller raster tak

1 [esov] 77 [R] [EEC
50 Hz 80 A+ |l L70850
| L
T SPMT1000KO
SPMT1000KO

Recessed LED fitting
Body:

White painted (RAL 9003) aluminum body
Optic:

KO - opal PS cover

LED:

Mid Power LED

3...warm white 3000K

4...cold white 4000K

Non dimmable driver-on-board

Application:
Recessed installation into gypsum or raster ceiling

==

X

Artkel
nr: w Im Im/W [/} C
1369 | SPMT1000KO& 11 900 82
205 40
1370 | SPMT1500KO& 20 1500 75

&-3 =3000K, 4 = 4000K

ARMATUR PROFIL / LUMINAIRE
PROFILE

A

=/ NATKONTAKT/
MAINS CONNECTOR

Im - armaturljusfléde / luminaire light output

# - Kabeldragning / wiring

FIXERINGSKLAMMA /
~ FIXING CLIP

<
\ 4




LED vattentat armatur

Holje:

PC vitmalad polykarbonat (RAL
9016) plat, INOX clip

Optik:

PC —klart holje i polykarbonat

LED:

Medel

3..varmvit 3000K

4..kallvit 4000K

Ljusstyrning:

ND - ej dimbar (standard)

Kod / codes: VL1X4MND

Tillbehor:
Sladdupphéngning - ZH22
Skyddsgaller - OM

Version:
P - genomgéaende montering
(kablage) 5x1,5mm

Notera:

Rostfri hallare for ytmontering eller
upphéngningsanordning och 2
anslutningar IP65 ingar

Armaturen VL1X kan
endast monteras dar
normaltemperaturer rader, T, max
25°C

LED 230V

50 Hz

VL1X

v | 7] AL
|A 80 N 70850

LED waterproof light fittings

Body:

PC, white painted (RAL 9016) metal
sheet, INOX clips

Optic:

PC - polycarbonate clear cover

LED:

Mid Power LED

3...warm white 3000K

4...cold white 4000K

Wiring:

ND - not dimmable (standard)

Accessories:
Cord suspension - ZH22
Protection grid - OM

Versions:

P - continuous assembly (through
wiring) 5x1,5mm

Note:

Stainless bracket for surface
mounting or suspension and 2
grommets IP65 are included.

Light fittings VL1X can be installed
only into standard ambient
conditions, T, max 25°C

VL1X 4 M ND
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Artkel
nr: w Im Im/W A B C X kg
2030 | VLIXM 38 4800 126 1270 900 2,2
86 90
2031 | VLIXL 58 7400 128 1570 1200 3
&-3 =3000K, 4 = 4000K Im - armaturljusfléde / luminaire light output
SPANNE / CLIPS HANGANDE SKYDDSHOLJE / BAKSTYCKE / BASEPLATE ANSLUTNING/GROMMET

HANGING COVER




BRO
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#a BOHEMIA
W LEDGLASS

Ytmonterade LED armaturer med

glasholje

Holje:

Vitmalat metallholje (RAL9003)
Optik:

Opak glaslock - TRIPLEX
LED:

Mid Power LED
3...varmvit 3000K

4. .kallvit 4000K
Ljusstyrning:

LED strém driver

ND - ej dimbar (standard)
DIM - dimbar 1-10V

DALI - Dimbar DALI

SM - Integrerad aktiv ndrvarodetektor

[ ] e ] 7 e

BRO340

Surfaced LED fittings with glass

cover

Body:

White painted (RAL 9003) metal sheet
Optic:

Opal glass cover - TRIPLEX

LED:

Mid Power LED

3...warm white 3000K

4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)

DIM -dimmable 1-10V

DALI - dimmable DALI

SM - integrated active presence detector

80000
L80B50
W
.
4
;0.
S
BRO

Artkel
nr: w Im Im/W [} C kg
1832 | BRO&KO300V1 14 1250 89 300 97 2
1833 | BRO&KO340V2 26 2150 83 345 126 2,3

&-3 =3000K, 4 = 4000K,

KYLPLATTA/COOLING PLATE

Im - armaturljusfléde / luminaire light output

TERMINAL / TERMINAL

-7




PARKLED
AL T 0 -

Park LED armaturer
Holje:

Chassi CH400 for montering pa stolpe 60 mm
Optik:

Opak rundformad med en diameter pa 400 mm, PMMA

LED:

Mid Power LED
3...varmvit 3000K

4.. kallvit 4000K
Ljusstyrning:

ND - ej dimbar LED driver

Anvédndning:

'_l.-"-|_\|—|-'

Parkarmatur for belysning pa parker, gagator, parkeringsplatser ...

LEp| [230 V] LEvE _CRI | | EEC/
50 Hz| &N 80 A L70B50

PARKLED

Park LED luminaires
Body:

Chassis CH400 for installation on post 60 mm
Optic:

opal sphere diameter 400 mm, PMMA
LED:

Mid Power LED

3...warm white 3000K

4...cold white 4000K

Wiring:

ND - no dimmable LED driver
Application:

PARKLED

Park luminaire for illuminating parks, pedestrian zones, parking places ...

400

Artkel
nr: w Im/W kg
1921 | PARKLED5000KO400 43 4500 105 5,0

Im - armaturljusfléde / luminaire light output




LED gatubelysning

Stomme:
Vitmalad metall Polyesterpulverlackerad icke-korrosiv hogtrycks
pressgjuten aluminium

Optik:

Asymetrisk blandfri optisk lins i hardat 4mm planglas
LED:

High Power LED

standard - dagsljus 5000K

valfri - varmvit 3000K

Kabeldragning

ND - ej dimbar (standard)

3DIM - dimbar OSRAM 4DIM

Tillampling:

Monteringsmodulen ar fast vid en pale, hojd 42-60 mm eller sidomonteras
fran 42 till 60 mm.

Justera vinkel fran -30° to +90°.

Rekommenderad héjd av installation 6-14 m.

JUSTERBAR FLANS / ADJUSTABLE
FLANGE

JUSTERBAR FLANS / ADJUSTABLE
FLANGE

H LED 230V| | EVG | |eveomm | CRI |
50 Hz| /AT VAW rerg 70
EEC]
A L70B50
o UL9000

UL9000

LED street light fitting

Body:

Polyester powder painted non-corressive high-pressure die-cast
aluminium

Optic:

Asymatric glare-free optic lens

Tempered 4mm flat glass

LED:

High power LED

standard - daylight 5000K

optional - warm white 3000K

Wiring:

ND - no dimmable LED driver

3DIM - dimmable driver OSRAM 4DIM

Application:

Mounting module is fixed to any post top 42 to 60 mm or side entry
spigot from 42 to 60 mm.

Adjusting angle from -30° to +90°.

Recommended height of installation 6-14 m.

KONTAKT / CONNECTOR

ARMATUR PROFIL / LUMINAIRE
PROFILE




Kod / codes: UL5000V15/3DIM

UL 5000 V1 5 /3DIM
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Artkel nr: | Kod w Im Im/W kg
1343 | UL3500&/3DIM 30 3900 130 8
1344 | UL3500&/ND 28 3200 114 7,8
1345 | UL5000&/3DIM 47 5700 121
1346 | UL5000&/ND 50 6300 126
1347 | UL75008&/# 56 7 650 137 8
1348 | UL9000&/# 87 11100
128
1349 | UL115008/# 103 13200
1916 | UL14000&/# 144 16 700 116 8,2
&-3=3000K, 5 =5000K Im - armaturljusflode / luminaire light output # - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without vax

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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STL

LED gatubelysning LED street light fitting
Holje: Body:
Polyester pulverlack icke-korrosiv i hogtryckspressgjuten aluminium Polyester powder painted non-corressive high-pressure die-cast
Optik: aluminium
Asymmetrisk glasoptik Optic:
STL C - optik for vagar Asymetric glass optic
STL P - optik for uteserveringar STL C - optic for roads
LED: STL P - optic for open areas
COB CITIZEN LED:
standard - dagsljus 5000K COB CITIZEN
optional - varmvit 3000K standard - daylight 5000K
Ljusstyrning: optional - warm white 3000K
ND - ej dimbar (not dimmable) standard Wiring:
4DIM - dimbar OSRAM 4DIM ND - no dimmable LED driver
Tillampning: 4DIM - dimmable OSRAM 4DIM
Monteringsmodulen kan féstas pa toppen av en pale 42-60 mm eller fran Application:

sidan 42 till 60 mm. Mounting module is fixed to any post top 42 to 60 mm or side entry
Justerbar vinkel fran -300° till 90°. spigot from 42 to 60 mm.
Rekommenderad hojd av installation 4-8 m Adjusting angle from -30° to +90°.

Recommended height of installation 4-8 m.

OPTISK BELYSNING / OPTICS BELYSNINGSKYLNING / LIGHTING STL JUSTERBAR FLANS / ADJUSTABLE
LIGHTING COOLER FLANGE




Kod / codes: STL4000C3ND

STL 4000 C 3 ND
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Artkel nr: | Vag/Road w Im Im/W kg
1350 | STL4000C3 27 3800 141
1351 | STL8000C3 60 8200 137
5
1352 | STL4000 C5 27 4000 148
1353 | STL8000 C5 60 8600 143
Artkel nr: | Parkering / Parking w Im Im/W kg
1917 | STL4000 P3 27 3800 140
1918 | STL8000 P3 60 8200 137
5
1919 | STL4000 P5 27 4000 148
1920 | STL800O0 P5 60 8600 143

Im - armaturljusflode / luminaire light output

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pé ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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TEL
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Linjara LED armaturer

Holje:

Vitmalat metallholje (RAL9003)

Optik:

KV opak tackning av LED moduler

TEL - utan reflektor

TELN - vitmalad reflektor - smal strale

TELW - vitmalad reflektor - bred strale

TELDP - dubbel parabolisk aluminium ventillationsgaller

LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
3...varmvit 3000K

4.. kallvit 4000K

5...dagsljus 5700K
Ljusstyrning:

LED strom driver

ND - ej dimbar (standard)

DALI - Dimbar DALI
Anvandning:

Yt - eller hdngandes installation
Kan installeras i linje, TEL R (bredare kropp)

Tillbehor:

ZH21 upphdngsningssatt

TELSPOJ linjar korsningssats

TELHAK upphéangning for kedja

TEL1LK /R -,blind” del utan elektrokomponenter

TEL - UTAN REFLEKTOR/ WITHOUT
REFLECTOR

S = O |

TEL
[osm| 2 .
o TELN
LED linear fittings
Body:
White painted (RAL 9003) metal sheet
Optic:
KV opal cover of LED modules
TEL — without reflector
TELN - white painted reflector — narrow beam
TELW — white painted reflector — wide beam
TELDP - double parabolic aluminium louvre
LED:
Mid Power LED
CRI 80 (CRI 90 on request)
3... warm white 3000K
4... cold white 4000K
5... daylight 5700K
Wiring:
LED current driver
ND - not dimmable (standard)
DALI - dimmable DALI
Application:
Surface or pendant installation
Can be installed in line, TEL R (wider body)
Accessories:
ZH21 suspension set
TELSPOJ linear junction set
TELHAK suspension for chain
TEL1LKV/R -,blind” part without electrocomponents
TELN TELW




ANDKAPA MED KONTAKT/
ENDCAP WITH CONNECTOR
N
¥

1
” S

-
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Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without mmx -a

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.

ZH21

ANSLUTNINGSDEL / CONNECTION

TEL/R

Kontinuerlig montering i en linje:

Ytinstallerade eller hdangande armaturer
ar utrustade med kontinuerligt
5-poliga ledningar 5x1,5 mm? med
kontakter.

Icke dimbara armaturer har svarta
kontakter och tillater 3-fasanslutning.

Dimbara armaturer har bla anslutningar
och tillater 1-fasanslutning med
DALI-kontroll.

Armaturer L (1500mm) och M (1200mm)
har kontakter i bada @ndarna och
innehaller ett plastlock for tackning av
anslutningsavstand.

Armaturer S (600mm) eller XM (750mm)
kan bara anvandas i borjan (START)
eller slutet av en rad (END), de har en
kontakt i endast en sida.

For att halla en enhetlig luminans av
hela armaturen maste armaturerna
anvandas med samma ljusstyrka -
samma effekt Im / m (se sida 80).

For ytmonterad installation av ledningar

ar det inte nédvéndigt att anvanda

anslutningsdelen TELSPOJ.

Continuous assembly in a line

Surface or pendant installation

Fittings are equipped with continuous
5-poles wiring 5x1,5mm? with
connectors

Non-dimmable fittings have black
connectors and allow 3-phase
connection

Dimmable fittings have blue connectors
and a3llow 1-phase connection with
DALI control

Fittings L (1500mm) and M (1200mm)
have connectors at both ends and
contain a plastic cap for covering of
connectors gap

Ffittings S (600mm) or XM (750mm) can
be used only at the beginning (START)
or end of a row (END), they have a
connector in only one face

To keep an uniform luminance of whole
fittings line, luminaires must be used
with the same brightness - same power
Im /m (see page 80)

For surface mounted installation of lines
is not necessary to use the connection
part TELSPOJ.

TELSPOJ
TELSPOJ
PART i
S ——
= ZH21 \Z TELHAK
L 3= =]

|

L <Al




Kod / codes: TEL5000L3/RND

TEL 5000 L /R ND
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Lamp substi- "
kod / code w Im Im/W Holje / body tution / lamps SHEEe S pons
s code
substitution
Tx18W
TEL1500S 16 1800 113 600 1x24W
LP
1x36W
TEL3000M 28 3600 129 1200 1x28W
TEL2500XM 20 2400 120 750 2x18W
1x58W ST
TEL5000L 42 5500 128 1500 1x49W
1x80W
TEL3500XM 27 3500 130 750 1x35W
2x58W ES
TEL7000L 53 7700 145 1500 Ix49W
1x58W
1x54W
TEL5000XM 42 5300 126 750 X
2x36W HP
2x28W
TEL10000L 81 10400 128 1500 2x80W

For att halla en enhetlig luminans av hela armaturen maste armaturerna anvandas med samma stromkod (Im/m). / To keep an uniform luminance of
whole fittings line, luminaires must be used with the same power code (Im/m)

TEL
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ﬂ TEL - Utan reflektor / without reflector
Artkel
nr: w Im Im/W A B C X R R1 R2 kg
1865 | TEL1500S&/# 16 1800 113 605 490 485 540 530 0,8
1866 | TEL2500XM&/# 20 2400 120
1867 | TEL3500XM&/# 27 3500 130 750 650 690 670 700 1
1868 | TEL5000XM&/# 42 5300 126 38
46 (TEL/R 47
1869 | TEL3000M&/# 28 3600 129 1186 ( ) 900 1095 1090 1186 1,4
1870 | TEL5000L&/# 43 5500 128
1871 | TEL7000L&/# 53 7700 145 1484 1200 1395 1390 1486 2
1872 | TEL10000L&/# 81 10 400 128
ﬂ TEL N - Smal stralreflektor / narrow beam reflector
Artkel
nr: w Im Im/W A B C X R R1 R2 kg
1873 | TELN1500S 16 1650 103 605 490 485 540 530 1
1874 | TELN2500XM 20 2200 110
1875 | TELN3500XM 27 3200 119 750 650 690 670 700 1,3
1876 | TELN5000XM 42 4900 117
61 87
1877 | TELN300OM 28 3400 121 1186 900 1095 1090 1186 1,6
1878 | TELN5000L 43 5000 116
1879 | TELN7000L 53 6900 130 1484 1200 1395 1390 1486 2,5
1880 | TELN10000L 81 10 000 123
E TEL W - Bred stralreflektor / wide beam reflector
Artkel
nr: w Im Im/W A B C X R R1 R2 kg
1881 | TELW1500S 16 1700 106 605 490 485 540 530 1
1882 | TELW2500XM 20 2250 113
1883 | TELW3500XM 27 3300 122 750 650 690 670 700 1,3
1884 | TELW5000XM 42 5000 119
59 59
1885 | TELW3000M 28 3500 125 1186 900 1095 1090 1186 1,6
1886 | TELW5000L 43 5350 124
1887 | TELW7000L 53 7700 145 1484 1200 1395 1390 1486 2,5
1888 | TELW10000L 81 10 000 123
[]
é TEL DP - Reflektor med ventillationsgaller / reflector with louvre
Artkel
nr: w Im Im/W A B C X R R1 R2 kg
1889 | TELDPM3000M 28 2600 93 1186 900 1095 1090 1186 2,5
1890 | TELDPM5000L 42 4000 95 1484
100 87
1891 | TELDPM7000L 53 5500 104 1200 1395 1390 1486 3,5
1484
1892 | TELDPM10000L 81 8000 99
&-3=3000K, 4 =4000K, 5 =5700K Im - armaturljusflode / luminaire light output # - Kabeldragning / wiring

pé ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

TUPEXe ik
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.



TOP

LED linjar armatur

Armaturholje:

Vitmalad stalplat (RAL 9003)
Optik:

CHR - for héga stallningar
CW - bredstralande 60°
CEW - extra bred 90°

CRA - asymmetrisk optik

LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)
3...varmvit 3000K

4..kallvit 4000K

5...dagsljus 5700K

Ljusstyrning:

LED drivdon

ND - ej dimbar

DALI - DALI dimbar

Montage:

Ytmonterad eller pendlad
Anpassad for linjemontage, TOP/R
Tillbehor:

ZH21 upphédngningsset

TELSPOJ set for linjemontage
TELHAK upphéngningsset for kedja

OPTIK/ OPTIC ARMATURHOLJE / BODY

LED 230V| | EVG | |eve omm | CRI |
50 Hz| J@NIT} [N 80
EEC]
A L80B50
S roPcew
TOP 1
n I r . TOP KCHR
LED linear fittings
Body:
White painted (RAL 9003) metal sheet
Optic:
CHR - high rack
CW - wide 60°

CEW - extra wide 90°
CRA - retail asymetric

LED:

Mid Power LED

CRI 80 (CRI 90 on request)

3... warm white 3000K

4... cold white 4000K

5... daylight 5700K

Wiring:

LED current driver

ND - not dimmable (standard)
DALI - dimmable DALI

Application:
Surface or pendant installation
Can be installed in line, TOP/R

Accessories:

ZH21 suspension set
TELSPOJ linear junction set
TELHAK suspension for chain

LED MODUL




Kod / codes: TOP6000L4CW/RND
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For linjemontage

Ytmonterad eller pendlad

Armaturen ar forsedd med 5-poligt
kontaktdon 5 x 1,5 mm

Ej dimbar armatur har svarta kontaktdon och
avsedda for 3 fas anslutning

Dimbar armatur har bla kontaktdon och
avsedd for 1 fas DALI kontroll

Armaturen ar forsedd med anslutningar i
bagge dndar och tacklock i plast medfdljer

For ytmonterat linjemontage behovs inte
anlsutningsset TELSPOJ

dimmable

DALI = Dimbar DALl / dimmable DALI

Continuous assembly in a line

Surface or pendant installation

Fittings are equipped with continuous 5-poles
wiring 5x1,5mm? with connectors

Non-dimmable fittings have black connectors
and allow 3-phase connection

Dimmable fittings have blue connectors and
allow 1-phase connection with DALI control

Fittings have connectors at both ends
and contain a plastic cap for covering of
connectors gap

For surface mounted installation of lines is
not necessary to use the connection part

TELSPOJ.
R1 R2 i R1
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Artkel
nr: w Im Im/W A X X R R1 R2 kg
3325 | TOP2000S&*/# 15 2300 153
572 470 X 500 X X 1
3326 | TOP3000S&*/# 22 3100 141
3327 | TOP3000XM&*/# 21 3200 152
853 750 733 690 757 853 1,2
3328 | TOP4000XM&*/# 32 4700 147
3329 | TOP4000M&*/# 29 4300 148
1134 950 1014 980 1037 1134 1,6
3330 | TOP6000M&*/# 44 6300 143
3331 | TOP4000L&*/# 23 3700 161
3332 | TOP6000L&*/# 37 5800 157 1415 1200 1295 1100 1208 1415 2
3333 | TOP800OOL&*/# 54 8000 148

&-3 =3000K, 4 = 4000K,

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pé ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.

Im - armaturljusflode / luminaire light output

, ¥ - Optik / optic,

# - Kabeldragning / wiring

erxaektriska




LED hogtaksarmaturer

Stomme:
Vitmalad (RAL9003) metall

Optik:

Hogpolerade reflektorer gjorda av MIRO® aluminium
MEGAL ... smal strale 35°

MEGALW ... bredstralande 90°

Holje:

Klart hardat glas (standard)

PC - Hélje av klar polykarbonat IK10

PCO - Holje av opak polykarbonat IK10

KN - mikroprismatack PMMA

PCN - Blandskydd mikroprisma sérskilt framtagen for sporthallar enl. DIN
VDE 0710-13

LED:

Mid Power LED

CRI 80 (CRI 90 pa begaran)
3...varmvit 3000K

4.. kallvit 4000K
5...dagsljus 5700K

Kabeldragning :

Konstant strom LED drivrutin

ND - ej dimbar (standard)

DALI - dimbar DALI

Tillampning:

Hangande installation.

Fixturer ar utrustade med 4 karbinhakar for enkel upphangning av kedjor
eller rep med 6gla.

For anslutning till el &r beslagen utrustade med kabel med I1P65 kontakt.

IK10 - version med hégre motstand finns tillganglig , med holje PC eller
PCO

Tillbehor:

MEGAMONTSET - en hallare for ytmontering (dikt)
MEGAVESTRAM - en hallare for inféllt montage av MEGAL 4S
MEGALPIR - Sensor fér MEGAL

MEGAL2M MEGAL4M

ala&lmE==]E
] [ e o ]

MEGAL4M

=/ |
T MEGALW
LED high-bays
Body:
White painted (RAL9003) metal sheet
Optic:

Highly polished reflectors made of MIRO® aluminium
MEGAL... narrow beam 35°
MEGALW... wide beam 90°

Cover:

Clear hardened glass (standard)

PC - clear polycarbonate, mechanical resistance IK10

PCO - opal polycarbonate, mechanical resistance IK10

KN — microprizmatic PMMA

PCN - mikroprizmatic cover (certificated for sporthalls according to DIN
VDE 0710-13)

LED

Mid Power LED

CRI 80 (CRI 90 on request)
3...warm white 3000K
4...cold white 4000K
5...daylight 5700K

Wiring:

Constant surrent LED driver
ND - not dimmable (standard)
DALI - dimmable DALI

Application:
Supermarkets, assembly halls, stocks, etc. - as an alternative for discharge
or fluorescent lamp luminaires

Assembly:

Pendant installation.

Fixtures are equipped with 4 snap hooks for easy hanging by chains or
ropes with eyelet.

To connect to the power are fittings equipped with cable with IP65
connector.

IK10 - available version with higher resistance, with cover PC, PCO or PCN

Accessories:

MEGAMONTSET - a holder for surface assembly
MEGALVESTRAM - a holder for recessed installation of MEGAL 4S
MEGALPIR - senzor for MEGAL

UPPHANGNINGSATT / HINGE

NATKONTAKT / MAINS
CONNECTOR




Kod / codes: MEGAL2M4V1/2100ND

DALI - Dimbar DALI / dimmable DALI

MEGAL 2 M 4 PC Vi /2100ND
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MEGAL2S
ﬂ Smal stréle, glaskupa / Narrow beam, glass cover
Artkel nr: w Im Im/W A B C
1922 | MEGAL2S&/1050# 56 6900 123 190
655
1923 | MEGAL4S&/2100# 350
106 14 500 920
1924 | MEGAL2M&/2100# 137 190
1220
1925 | MEGAL4M&/4200# 215 | 29500 350
D Bred strale, glaskupa / Wide beam, glass cover
Artkel nr: w Im Im/W A B C
1926 | MEGALW2S&/10504# 56 7 000 125 190
1927 | MEGALWA4S&/14004# 70 10400 149 650
350
1928 | MEGALWA4S&/21004# 106 15000 142
1929 | MEGALW2M&/1400# 70 10400 149
190 920 140
1930 | MEGALW2M&/2100# 106 15000 142
1931 | MEGALW4M&/2800# 140 20500 146 1220 940
350 300 13
1932 | MEGALW4M&/4200# 215 30000 140
1933 | MEGALW6M&/2100# 310 44 500 144 500 450 18

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the

nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.

MEGALW

v JWXEIektriska m



n of
Smal strale, klar PC holje / Narrow beam, clear PC cover
Artkel
nr: w Im Im/W A B C R S kg
1934 | MEGAL2S PC&/1050# 56 6700 120 190 140 4,5
650 500
1935 | MEGAL4SPC&/2100 350 300
106 14 000 132 920 6
1936 | MEGAL2MPC&/2100 190 140
1220 940
1937 | MEGAL4MPC&/4200 215 28 800 134 350 300 12
ZINS
Bred strale, klar PC holje / Wide beam, clear PC cover
Artkel
nr: w Im Im/W A B C R S kg
1938 | MEGALW2S&PC/1050# 56 6800 121 190 140 4,5
1939 | MEGALWA4S&PC/1400# 70 10 000 143 650 500
350 300
1940 | MEGALWA4S&PC/2100# 106 14 500 137
6
1941 | MEGALW2M&PC/14004 70 10 000 143 920
190 140
1942 | MEGALW2M&PC/2100# 106 14 500 137
1220 940
1943 | MEGALW4M&PC/28004# 140 19900 142
350 300 12
1944 | MEGALW4M&PC/42004# 218 29100 133
Bred strale, opak PC holje / Wide beam, opal PC cover
Artkel
nr: w Im Im/W A B C R S kg
1946 | MEGALW2S&PCO/1050# 56 5600 100 190 140 4,5
1947 | MEGALW4S&PCO/1400# 70 8400 120 650 500
350 300
1948 | MEGALW4S&PCO/2100# 106 12000 113
6
1949 | MEGALW2M&PCO/1400# 70 8400 120 90
190 140
1950 | MEGALW2M&PCO/2100# 106 12 000 113
1220 940
1951 | MEGALW4M&PCO/2800# 140 16 700 119
350 300 12
1952 | MEGALW4M&PCO/42004 215 24000 112
Smal strale, prismatisk PMMA holje, UGR<22 / Narrow beam, prizmatic PMMA cover, UGR<2
Artkel
nr: w Im Im/W A B C R S kg
1953 | MEGAL2S&KN/10504 56 6500 116 190 140 4,5
650 500
1954 | MEGAL4S&KN/21004# 127 350 300
106 | 13500 90 6
1955 | MEGAL2M&KN/2100# 125 190 140
1220 940
1956 | MEGAL4M&KN/42004# 215 27 600 128 350 300 12
m Smal strale, prismatisk PC holje, UGR<22 / Narrow beam, prizmatic PC cover, UGR<22
Artkel
nr: w Im Im/W A B C R S kg
1957 | MEGAL4S&PCN/2100# 106 11400 108 650 350 500 300
1958 | MEGAL2M&PCN/1400# 70 7900 113 6
190 140
1959 | MEGAL2M&PCN/2100# 106 11400 108 90
1220 940
1960 | MEGAL4M&PCN/2800# 140 15600 111
350 300 12
1961 | MEGAL4AM&PCN/4200# 215 22700 106

1

 MEGALW PC

" MEGALW PCO

&-3=3000K, 4 = 4000K, 5 =5700K

Im - armaturljusflode / luminaire light output

# - Kabeldragning / wiring

~ MEGAL PCN



MEGAL - TILLBEHOR / ACCESSORIES

MEGAMONTSET

Set med hallare for dykt montering av MEGAL.
Vitlackerat stalprofil

Montering pa plats av 6glor pa armaturen.
Avstandet mellan beslaget och taket ar 80 mm

MEGAMONTSET

Set of holders for surfaced assembly of MEGAL.

White painted steel profile

Mounting to the body of the luminaire in place eyebolts.
Distance between the fitting and the ceiling is 80 mm

Artkel
nr: X Y pro svitidlo / for fitting
940 60 MEGAL 2M
1337 | MEGAMONTSET2
500 60 MEGAL 2S
940 220 MEGAL 4M
1338 | MEGAMONTSET4
500 220 MEGAL 4S
N
X
sld b -
i IS
<
ro ] I
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MEGALVESTRAM MEGALVESTRAM

Ram for infallt montage av MEGAL 4S for tak
Vitmalad plat

Frame for recessed installation of MEGAL 4S into a ceiling
White painted metal sheet

Artkel nr:

Ck

1339

MEGALVESTRAM/4S

800 500 110 670X470

MEGALVESTRAM

MEGALPIR

Mikrovagsensor for MEGAL och OKTA

Denna sensor ar en rorelsedetektor, som tander ljuset vid upptakt av
manniskor i rérelse och slacks efter en forvald ,hall-tid” néar det inte
finns manniskor i nérheten. En dagsljussensor &r ocksa inbyggd for att
forhindra att ljuset sétts pa nar det finns tillrackligt dagsljus.

IP65

| uppsattning ingar monteringshallare och kablar med kontaktinstéllningar
efter installationen med fjarrkontrollen MEGALPIR/RC eller med DIP
switchar.

Varianter:
MEGALPIR/2M
MEGALPIR/4M
OKTAPIR

MEGALPIR

MEGALPIR

Microwave senzor for MEGAL and OKTA

This sensor is a motion switch, which turns on the light on detection of
people movement, and turns off after a pre-selected hold-time when
there is no people around. A daylight sensor is also built-in to prevent
the light switching on when there is sufficient natural light.

IP65

Set included assembly holder and cables with connectors

Settings after installation with remote controller MEGALPIR/RC or with DIP
switches.

Variants:

MEGALPIR/2M

MEGALPIR/4M

OKTAPIR
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Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.

A
mmxaektriska



OKTA

LED hogtaksarmaturer

Holje:

Pulverlackerat icke-korressivt hdgtrycksgjutet aluminium
Skydd:

KC - klart héardat glas (standard)

PC - klar polykarbonat, mekaniskt motstand IK10

PCO - opalpolykarbonat, mekaniskt motstand IK10

LED:

Mid Power LED

CRI 80 (CRI 90 pa begéran)

3...3000K

4...4000K

5...5700K

Ljusstyrning:

ND - ej dimbar konstant strom LED driver
DALI - Dimbar DALI driver

Anvéandning:
Stralkastare for inomhusanvandning sasom industriproduktion och
forvaringshallar, 105 graders ljusférdelningsbalk.

Tillbehor:

OKTAZAVEST - kedjeupphdngningsset for OKTA, 1 upphadngningspunkt
OKTAZAVES2 - kedjeupphéngningsset for OKTA, 2 upphdngningspunkter
OKTAPIR - PIR sensor for OKTA

NATKONTAKT / MAINS
CONNECTOR =+

=

4. """ BAKSIDA / BACKSIDE.
= LY

230 V| | EVG | |EveDimm maxT,
[ e ] L e
"CRI] [EEC
80 A+ |l LsoBso0

OKTA8

LED high-bays

Body:

Powder painted non-corressive high-pressure die-cast aluminium
Cover:

KC - clear hardened glass (standard)

PC - clear polycarbonate, mechanical resistance IK10

PCO - opal polycarbonate, mechanical resistance IK10

LED:

Mid Power LED

CRI 80 (CRI 90 on request)

3...3000K

4..4000K

5..5700K

Wiring:

ND - non dimmable constant current LED driver
DALI - dimmable driver

Application:
Floodlight for indoor application such industrial production and storage
halls, 105° light distrbution beam

Accessories:

OKTAZAVES1 - Chain suspension set for OKTA, 1 suspension point
OKTAZAVES2 - Chain suspension set for OKTA, 2 suspension points
OKTAPIR - PIR senzor for OKTA

SKYDDSMONTERING / COVER UPPHANGNINGSATT / HINGE

. MOUNTING

-




Kod / codes: OKTA8KC5V1/1400ND

OKTA 8 KC 5 Vi /1400 ND

= 3000K
4000K
5700K

DALI - Dimbar DALI / dimmable DALI

Antal ljusmoduler / Nr of lighting
Fargtemperatur / Color temperature

modules
PCO - Opak polykarbonat / opal

Typ av armatur / Luminaire type
OKTA - velky korpus / large body
OKTAS - liten korpus / small body
PC - Klar polykarbonat / clear
polycarbonate

ND - ej dimbar / no dimmable

polycarbonate
Typ av Driver / Driver type:

Typ av holje / Cover type
KC-Klar glas / clear glass
Anvéanda LED / Used LEDs
Typ av Driver / Driver:
1400mA, 1050mA

3
4
5

OKTA8 OKTAS4

OKTAS4

PAIE=SIR==S| =

Artkel
nr: w Im Im/W A B C R S kg

1903 | OKTAS4PC&/700# 12200 140

87 300 300 125 160 200 6
1904 | OKTAS4PCO&/700# 11200 129

1905 | OKTA8KC&/1400# 25500 147 15

1906 | OKTA8 PC&/1400# 173 24500 142 465 465 135 230 290

1907 | OKTA8PCO&/1400# 22500 130

&-3 =3000K, 4 =4000K, 5 =5700K Im - armaturljusflode / luminaire light output # - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring .

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without mmx

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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LED Stralkastare
Holje:
Stomme gjuten i aluminium. Rostskyddande epoxypulver och
polyesterpulverlack
Optik:
Symmetrisk blandfri optisk lins
AS - asymmetrisk optik
45N - smalstralande 45°
90W - bredstralande 90°

LED:

High Power LED 5000K eller 4000K
Ljusstyrning:

Ej dimbar LED drivdon med konstantstrom
Montage:

Kan monteras bade inomhus och utomhus
Finns med bade 45° smalstralande optik och 90° bredstalande optik

JUSTERBARA FASTEN /

DETALJ PA LED OPfIK/LEDS AN
ADJUSTABLE HOLDER ;

OPTICS DETAIL
4

LED| [230V] | EVE _CRI | | EEC
50 Hz| AN 80 § ~
L80B50
[ | -] |
e :-_._l‘l.l e
s - A
T RX250C45
- i | 1 II
RX250
o RX250C90
LED floodlights
Body:
Powder painted non-corressive high-pressure die-cast aluminium
Optic:

Symetric glare-free optic lens
AS - asymetric optic

45N - narrow beam 45°

90W - wide beam 90°

LED:

High power LED 5000K or 4000K

Wiring:

No dimmable constant current LED driver

Application:

Floodlight for both indoor and outdoor application
Available with 45°narrow beam or wide 90°beam optic.

MONTERINGSHAL / MOUNTING
HOLES




Kod / codes: RX250C45N5V1/ND

RX 250 C45N 5 Vi /ND
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LED stralkastare for vaxthus LED floodlight for greenhouses
- LED ljus optimerad for artificiell belysning i véxthus - LED light fitting optimalized to artificial lighting in
- LED moduler med chips fran OSRAM OSLON SSL greenhouses
Hyperrod och djupbld - rod (=126 mnm) & bla (=450 - LED moduls with chips OSRAM OSLON SSL hyper red
nm) ar de bast lampade vaglangderna - klorofyll and deep blue - red (~660mnm) & blue (~450 nm)
absorption dr som hogst vid 400 - 500 och 600 - 700 nm  are the most appropriate wavelengths- Chlorophyll
- Bl stimulerar blommor att sl ut ( signal for” vakna absorption has maxima at 400- 500 and 600-700 nm
upp”) - Blue stimulates flowers to open up (,wake-up call”)
- Roéd/djuprod stimulerar tillvéxt och blomning - Red/deep red stimulates growth and flowering
- Sanker energiférbrukningen med upp till 50% - lower energy consumption for almost 50%
RX PLANTA200 RX PLANTA200 oooooTeeTe
192W, PPF 450 umol/s, effektivitet 2,34 (PPF/W) 192W, PPF 450umol/s, efficiency 2,34 (PPF/W) © 000 0000
o o
For mer information besok garna www.tupex.se For more info see www.tupex.se @ Y
Scoo oo
| A |
. ) C
£

400 500 600 700
NMnm
[ rps
I Rx PLANTA
[ plantornas kanslighet / plants sensitivity

Artkel

nr: w Im Im/W A B C kg

1908 | RX120C45N5/ND 12800 119
108 120 4

1909 | RX120C90W5/ND 13100 121

300 280

1910 | RX250C45N5/ND 25500 122
209 230 6

1911 | RX250C90W5/ND 26100 125

&-4 =4000K, 5= 5000K, Im - armaturljusflode / luminaire light output

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without erx

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.




LED stralkastare

Holje:

Svartlackerad zinkbelagd plat

Optik:

PCS - Symmetriska AL reflektorer - bredstralande, holje i klar PC
PCN - smal strale, linjara AL reflektorer, hélje i klar PC

LED:

Mid Power LED

4...kallvit 4000K

5...dagsljus 5700K

Ljusstyrning:

LED driver med konstant strom

ND - ej dimbar (not dimmable) standard
DALI - Dimbar DALI

Tillbehor:

OSRSM2 - hallare for tva stralkastare OS

OSRS M3 - hallare for tre stralkastare OS

OSRS M4 - hillare for fyra stralkastare OS

svangkrok for pendelmontage (inuti forpackningen)
OST00VESTRAM - ram for inbyggd installation av OS100

i JUSTERBAR
KONSOL / ADJUSTABLE BRACKET

LED MODUL /LED MODUL

P ] [eeo] (o] Eled A [

OS100PCS

OS100PCN

LED floodlights

Body:

Black painted zinc coated metal sheet

Optic:

PCS - Symetric AL reflectors — wide beam, clear PC cover
PCN - narrow beam, linear AL reflectors, clear PC cover

LED:

Mid Power LED

4... cold white 4000K
5...daylight 5700K

Wiring:

LED current driver

ND - not dimmable (standard)
DALI - dimmable DALI

Accessories

OSRSM2 - holder for 2 floodights OS

OSRSM3 - holder for 3 floodights OS

OSRSM4 - holder for 4 floodights OS

hook for pendant installation (inside packing)
OST00VESTRAM - frame for recessed installation of 0S100

OS100PCN DRIVER




Kod / codes: 0S100PC4S4ND

os 100 PC 4 S 4 ND
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0S50 PC 0OS200PCS OS200PCN

OSRSM4 OST00VESTRAM . o

Artkel nr: | Kod w Im Im/W A B C R kg
1340 | 0S25PC&S1# 29 3850 133 209 213 178 80 1,8
1341 | OS50PC&SH# 44 5800 132 185 170 3
1342 | 0S100PC&S# 87 11 600 133 315 318 235 160
1912 | 0S200PC&S# 174 22800 131 615 315 235 220 >
Artkel nr: | Kod w Im Im/W A B C R kg
1913 | OS50PC&N# 44 5800 132 315 185 170 3
1914 | OST00PC&N# 91 11200 123 315 318 235 160
1915 | OS200PC&N# 134 17 500 131 615 315 235 220 °
&-4=4000K, 5 =5700K Im - armaturljusflode / luminaire light output # - Kabeldragning / wiring

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without mmx 3

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.




230V| | EVG | |eveoimm
CRI] [EEC]
80 A+ |lLsoBs0

HB
LED hogtaksarmatur LED high-bay
Armaturhdolje: Ljusstyrning: Body: Wiring:
Aluminium vit eller svart LED strém fran drivdon White or black painted AL body LED current driver
Blandskydd: ND - gj dimba.r (standard) Optic: ND - not' dimmable (standard)
W - bredstralande DALI - DALI dimbar W - wide beam DALI - dimmable DALI
N - smalstralande Montage: N - narrow beam Application:
KC - klarglas Pendlad enpunktsfaste KC- clear glass One point pendant installation
PC - polykarbonat klar Tillbehor: PC - clear polycarbonate Accessories
PCO - polykarbonatopa Konsol fér ytmontering (medféljer PCO - opal polycarbonate Movable bracket fo a surface
PCN - polokarbonat prismatisk ej) PCN - prizmatic polycarbonate installation (not in the package)
LED: LED:
Mid Power LED Mid Power LED
4..kallvit 4000K 4... cold white 4000K
5...dagsljus 5700K 5...daylight 5700K
Kod / codes: HBL250W4KC/DALI
HB L 250 w 4 KC /DALI
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Artkel
nr: w Im Im/W A B X kg
3323 | HBS120 80 12000 150 415 295 3
110
3324 | HBL250 165 25000 152 610 322 4
YTMONTERAD INSTALLATION /
SURFACE INSTALLATION
LED MODUL ANSLUTNING / CABLE GLAND
' PENDLAD INSTALLATION
MED ENPUNKTSFASTE
/ONE POINT PENDANT
INSTALLATION




BON LED

Hangande LED armaturer

Holje:

Gra malad aluminium

Optik:

PC - profilled halv opak polykarbonat holje

LED:

Mid Power LED

3...varmvit 3000K

4.. kallvit 4000K

Ljusstyrning:

LED driver med konstant strom

ND - ej dimbar (not dimmable) standard

DALI —dimbar DALI

Tillampning:
Pendelarmatur for generell anvéndning i shoppingomraden,
restauranger ...

LED 230V

eve | [T (Rl [EEC
|A 80 A+ |lLsoBs0

50 Hz

BONLED

BONLED

Pendant LED luminaires
Body:

Grey painted aluminium body

Optic:

PC - profilled semi-opal polycarbonate cover
LED:

Mid Power LED

3...warm white 3000K

4...cold white 4000K

Wiring:

LED current driver

ND - not dimmable (standard)

DALI - dimmable DALI

Application:
Pendant luminaire for general using in industrial or shopping areas.
Connector plug-in system.

Im/W C (] kg
330 330 33

Kod w Im
BONLED& 40 4300
& -3 =3000K, 4 =4000K,

Artkel nr:
1296

108

Im - armaturljusfléde / luminaire light output

HALLARE FOR HOLJE / COVER
HOLDER

UPPHANGNINGSATT/ HANGING
| POINT

LED MODULER/LED MODULES




3 DIM =DALI - STEPDIM - ASTRODIM

A e i g

OPTOTRONIC 3 DIM ECGs erbjuder tre olika kontroll- och dimnings-
funktioner i ett elektroniskt styrdon:

- DALI - digitalt granssnitt for dubbelriktad kommunikation

« StepDIM - dimning med hjélp av en sarskild kontrolllinje

« AstroDIM - autonom dampning pa tva nivaer

DALI - digitalt adresserbart ljusgranssnitt:

- DALI &r ett internationellt standardkommunikationsprotokoll for
elektroniska styrdon. Det definieras av standarden IEC 62386.
Vid anvéndning i gatubelysning anvands DALI for dubbelriktad
kommunikation mellan ECG och telemanagement- system, vilket
mojliggor fullstandigt anpassad belysning och 6vervakning av enskilda
ljuspunkter.

Lumen

Time

DALI®
controller

Control
center

1]
L]0
1O
1O

IP connection
(e.g. GPRS)

DALI® control line
Power line
_----=" Wireless

OPTOTRONIC 3DIM ECGs offers three different control and dimming
functions in one electronic control gear:

« DALI - digital interface for bi-directional communication

« StepDIM - dimming with the help of a dedicated control line

« AstroDIM - autonomous two-level dimming

DALI - digital addressable lighting interface

DALI is an international standard communication protocol for electronic
control gears. It is defined by the standard |EC 62386. In street lighting
applications, DALI® is used for bi-directional communication between
the ECG and telemanagement systems, which allow for fully customized
lighting and monitoring of individual light points.

0T ECG

LED module —
O O -
I o -
LED out
50/60 Hz _
Ol
-ONEAN
DALI® bus/ e

DALI® controller

StepDIM - midnatt steg-ner / halvnatt switch:

StepDIM anvénds i installationer dér en dedikerad styrledning (omkopplad
fas) ar tillganglig utover elnatet. Den omkopplade fasen &r ansluten till
SD-terminalen pa 3 DIM ECG och ett externt mandverdon anvands for
att starta och avsluta dimningen. Dimningsparametrarna (t.ex. dimnivaer
och blektider) ar forinstéllda och kan modifieras.

StepDIM - midnight step-down/ half-night switch

StepDIM is used in installations where a dedicated control line (switched
phase) is available in addition to the power line. The switched phase is
connected to the SD terminal of the 3DIM ECG and an external actuator
is used to start and end dimming. The dimming parameters (e.g. dim
levels and fade times) are preset and can be modified .



LED module 0T ECG

8 |
E O o -
> O +
Time
LED out
Mans Gl
e Gl
SD control _
ole Control line switch _
/ | I
AstroDIM - autonom dimning utan extern kontroll: AstroDIM - autonomous dimming without external control
AstroDIM &r konstruerad for dimning utan extern styrledning. Darfor AstroDIM is designed for dimming without any external control wiring.
hjalper AstroDIM till att spara energi och minska ljusférorening, dven Therefore, AstroDIM helps to save energy and reduce light pollution,
om endast en kraftledning ar tillganglig. | AstroDIM-funktionen utfor even if only a power line is available. In AstroDIM operation, the ECG
ECG en forinstélld dimprofil, som kan omkonfigureras. Den autonoma executes a preset dimming profile, which can be reconfigured. The
dimningen regleras av en integrerad timer (ingen realtidsklocka), som autonomous dimming is regulated by an integrated timer (no real-time
justerar dimprofilen enligt féregaende natt (drift fran inkoppling till clock), which adjusts the dimming profile according to the previous
avstangning). Det & mojligt att aktivera tva oberoende dimnivaer. night (operation from switch-on to switch-off). It is possible to activate

two independent dim levels.

0, ( 1* LED module 0T ECG

Lumen
O
O

> LED out

Time

Mains

. * |
50/60 Hz _

Inom TUPEX finns sérskild avdelning for produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i elndtet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without mmx

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.




DIMNING

DIM I

- Kontrollen sker via en likspanningssignal pa 10V till 1V

« Kommunikationslinje - 2 ledningar, polaritet + och - far inte
forvaxlas

« Styrenhet, t.ex. OSRAM DIM MCU eller ABB 2112 U-101

DRIVER DIM
1-10V

©--+H--+--+|{|
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HIN
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|

DRIVER DI
1-10vV/

<

[

T
N
6 DRIVER DIM
E-1®  1-ov

11}

DIM MCU

-
=z

DALI
« DALI &r en icke-proprietar granssnittsstandard for dimbar L —J-
elektronisk styrning N — -
- Vaxling och dimning hanteras via styrledningen (2 ledningar DA DRIVER DALI
utan polaritet) &——pa
- Styrenhet, t.ex. OSRAM DALI MCU eller ABB 2117/11 U-500
dadalL N
M
L -
N7, DRIVER DAL
DA

DALIT - TOUCH DIM

« DALIT - RORELSE DIM:

« DALI styr utan styrenhet - bara med pekknappen
« Enkel styrledning - en trad

« Lamplig for hemfoérbrukning - optimalt for enstaka armaturer IBM'S

N
Push
buttor ] |§ DRIVER DALI

@zr

DALIT - KORRIDOR L3
+ DALI kontrollerar med nérvarodetektor L2
. . L1
« Enkel styrledning - en trad N
- Lamplig for trapphus, korridorer, stora forvaringsutrymmen PE ~
pa DRIVER DALI
DA
L ~
pa DRIVER DALI
e DA
®
®
MOTION SENSOR pa DRIVER DALI
DA
T PEN L1L2L3
PHC - PHASE CUT
+ Fasminskning 16 A
+ Kommunikationsledning = stromforsorjningsledning L
« Lamplig for hemforbrukning - optimalt for enstaka larmaturer N
« Maxarmaturstyrka4ow -~~~
« Styrenhet, t.ex. HAGER 85421200 :F@i
tamtd




SIMPLE CONTROL

KORRIDOR

Systemet utvarderar en mdnsklig ndrvaro i rymden, kontrollerar inte en
dagsljusniva. Lamplig fér omraden med lite naturligt ljus, fonsterldsa
rum med hog trafik.

Komponenter:
« Armaturer med DALI driver
« PIR sensorer

Systemkonfiguration:
(Se bild)
2
L
N
PE ~
on DRIVER DALI
DA
L]

DRIVER DALI

il

MOTION SENSOR I::A DRIVER DALI
DA
T PEN L1L2L3
Litet kontor
SMAL OFFICE

OSRAM Touch-dim with sensor light and presence detection. Operated via
standard switches. Suitable for up to 4 luminaires.

Litet kontor

OSRAM Touch-dim med sensorljus och narvarodetektering. Anvands via
standardstrombrytare. Lamplig for upp till 4 armaturer.

Komponenter:

« Armaturer med DALI driver

+ OSRAM Touch-dim sensor LS / PD
« Tryckknapp

Systemkonfiguration: (Se bild)

L
N
PE:

o Fol |
=

i

g

I

Touch DIM
Sensor

KONTOR, SHOP, SMALL PRODUCTION HALL

OSRAM DALleco

Dagsljusberoende reglering och narvaroberoende ljusstyrning.
Anvandning via standard tryckknapp eller IR-fiarrkontroll. Lamplig
for kontor, klassrum, traningsrum, korridorer, sma produktionshallar.
2-kanalig ljusstyrning med DALI-grénssnitt. Lamplig for upp till 32
elektroniska styrvaxlar.

Komponenter:

« Armaturer med DALI driver

+ Styrenhet OSRAM DALleco (TUPEX SENZORDELIECO)
« OSRAM Touch-dim sensor LS / PD

« OSRAM DALILS/PD LI

- DALI PB kopplare

« Fjarrkontroll

« Tryckknapp

L
W
PE

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.

Funktion:
230V
OFF ON
Time
Light value
A
B
L v
DO F T Time

Nar rorelse detekteras i omradet 6kar ljusnivan till 100% (steg |). Efter
att ha lamnats i 2 minuter upplyst till 100% (steg Il) minskar ljusnivan
darefter under 30 s till 10% (fas Ill). Pa denna niva forblir belysning tills
sensorn igen slas pa genom rorelser i rymden (fas IV).

Funktion:
Light value

Fixed or
daylight-controlled

D max,ff%

| I i [
"Stand-by | Time

TD min.

Time- Fade-
out down

Fade-up

Touch DIM® LS/PD signal

Nar rorelse detekteras i omradet 6kar ljusnivan till en niva som ar
installd i sensorn (fas ). Efter att ha [amnats i 15 minuter med samma
belysningsniva (fas Il) minskar ljusnivan darefter under 32 s till
miniminivan (fas Ill). Vid denna niva

av belysning forblir 5 s och uppstar inte utan rérelser i rymden, vilket gor
att belysningen kommer stangas av (fas IV). Justering av belysningsnivan
gors med tryckknappen.

Systemkonfiguration:

| grundsystemet ingar en styrenhet OSRAM DALI och Eco DALleco-sensorn
LS/ PD LI med en knapp, alla andra komponenter &r valfria och forlanger
systemets mojligheter.

(Se bild)

Funktion:

Valfritt 6 férinstallt driftslige (KORRIDOR / MOTESRUM / SANITARA ROOM /
TRAPPHUS / KONTOR / OPPET KONTOR). Med programmeraren kan du
stalla in ett individuellt driftslage.

SENZORDALIECO

? JWXEIektriska ﬂ



DIMMING

DIM I

« Control is via an DC voltage signal of 10V to 1V

« communication line - 2 wires, polarity + and - must not be
confused

« controller e.g. OSRAM DIM MCU or ABB 2112 U-101

DRIVER DIM
1-10V
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DRIVER DI
1-10vV/

<

T
N
6 DRIVER DIM
El-1®  1-ov
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11}

DIM MCU

-
=z

DALI
« DALI is a non-proprietary interface standard for dimmable L —-
electronic control gears N — -
« Switching and dimming are handled via the control line pa DRIVER DALI
(2 wires without polarity) &—1pa
« controller e.g.. OSRAM DALI MCU or ABB 2117/11 U-500
dada L N
M
L=
N7, DRIVER DAL
DA

DALIT - TOUCH DIM

« DALI controlling without controller — just with touch button
« easy control line - one wire

- suitable for home aplications — optimal for single luminaire

@zr

{DA/)
Push ¥ _ |§V|N$ DRIVER DALI

L3
DALIT - CORRIDOR t12
« DALI controlling with presence detector N
« easy control line — one wire PE ~
- suitable for stairwells, corridors, large storage facilities ~ DRIVER DALI
DA
DA
L ~
pa DRIVER DALI
e DA
®
®
MOTION SENSOR pa DRIVER DALI
DA
T PEN L1L2L3
PHC - PHASE CUT 16 A
« Phase cut dimming L
« Communication line = power supply line N
« suitable for home aplications - optimal for single luminaijre.
+ max luminaire power 40W i@i
« controller e.g. HAGER 85421200 =T

®
B




SIMPLE CONTROL

CORRIDOR

system evaluates a human presence in space, does not control a level of
daylight

suitable for areas with little natural light, windowless rooms with high
traffic

Components:

+ Luminaires with DALI drivers

+ PIR senzors

System configuration:

2
L
N
PE ~
on DRIVER DALI
DA
L] z
on DRIVER DALI
< )‘ DA
: — ~
MOTION SENSOR I;A DRIVER DALI
DA
T PEN L1L2L3
SMALL OFFICE
OSRAM Touch-dim with senzor
light and presence detection
Operated via standard switches
Suitable for up to 4 luminaires
Components:
+ Luminaires with DALI drivers
+ OSRAM Touch dim senzor LS/PD
+ Push button
System configuration:
L
N
PE 1
A $°, DRIVER DALl 2
4
_N 1
44 DRIVER DALI 2
4
Touch DIM —
Sensor

OFFICE, SHOP, SMALL PRODUCTION HALL

OSRAM DALleco

Daylight-dependent regulation and presence-dependent control of light

Operation via standard pushbutton or IR remote control

Suitable for Offices, Classrooms, Training rooms, Corridors, Small
production halls

2 channel light control with DALI interface

Suitable for up to 32 electronic control gears

Components:

« Luminaires with DALI drivers

« Control unit OSRAM DALleco (Tupex SENZORDALIECO)
« OSRAM Touch dim senzor LS/PD

+ OSRAM DALILS/PD LI

+ DALI PB Coupler

+ Remote controller

+ Push button

L
N
PE

:
: 18
T

i
El
B

i
23T

Wt
£

LA L
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Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan andras utan att det anges. Ljusflodet och stromstyrkan i eIndtet har en initial tolerans pa upp

till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifrén ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring

pa ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without mmx -,

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the Elektriska
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.

Functionality:
230V
OFF ON
(1)
Time
Light value
A
B
[0 T [
DO F T Time

When moving detected in the area the light level increases to 100%
(stage I). After leaving for 2 min illuminated to 100% (stage Il), and
subsequently during 30 seconds the light level decreases to 10% (phase
I11). At this level illumination remains until the sensor again switch on by
moving in the space (phase IV).

Functionality:

D max.ff%

| Il 11 ‘ \Y
‘ Stand-by ‘ Time

Light value

Fixed or
daylight-controlled

TD min.

Fade-up Time- Fade-
out down

Touch DIM® LS/PD signal

When moving detected in the area the light level increases to a level set
in the sensor (phase I). After leaving for a period of 15 minutes keeping
the same level of illumination (phase Il), and subsequently during 32
seconds the light level decreases to the minimum level (phase Ill). At this
level of illumination remains 5sec and does not occur if during this time
the movement in space, the lighting is switched off (phase IV). Adjusting
the lighting level is done using push button.

System configuration:

The basic system includes a control unit OSRAM DALI and eco DALleco
sensor LS / PD LI with a button, all other components are optional and
extend the capabilities of the system.

Functionality:

Optional 6 preset operating modes (CORRIDOR / MEETING ROOM
/ SANITARY ROOM / STAIRS / OFFICE / OPEN OFFICE). Using the
programmer can be set an individual operating mode.

SENZORDALIECO




TUPEX WIRELESS (MOWI)

AL e g

TUPEX wireless

Avsedd for LED armaturer med drivdon som utrustats med blatandsteknik.

Gar att styra fran mobiltelefon (ANDROID, 10S) genom gratis nedladdning
av CASAMBI

Paralellstyrning antingen med fjarrkontroll eller vdggbrytare.

Gar att ansluta upp till 127 armaturer

For att erhalla COMFORT fordras NFC enhet (Near Field Communication)

Tupex wireless solution

For luminaires equipped by driver with BLUETOOTH communication
Controlling with mobil device (ANDROID, iOS) with free software CASAMBI
Parallel switching by switch or pushbutton control

Group up to 127 light fittings

To set a COMFORT button a NFC device is necessary

BASIC

SMART

COMFORT

- Blatandsstyrd belysning /
Bluetooth Luminaire
- Véggkontakt / Wall switch

- Blatandsstyrd belysning /
Bluetooth Luminaire

- Blatandsenhet under vaggbrytare /
Bluetooth unit under the push
button

- Blatandsstyrd belysning /
Bluetooth Luminaire

« EnOcean (Energy Harvesting
Wireless Technology) EasyFit
dubbelverkande véaggbrytare /
EnOcean EasyFit Double Rocker
Wall Switch

Vaggkontroll / Standard vaggbrytarﬁ* / standard wall

Standard tryckbrytare* / standard

Dubbelverkande vdaggbrytare
EnOcean / Double Rocker Wall push

wall control switc push button * button EnOcean

Erhalla scener via vaggbrytare /

calling scenes via wall controller NEJ/NO NEJ/NO JA/YES

CCT instéllning via vaggbrytare

(Correlated Color Temperature) / NEJ/ NO NEJ/ NO JA** [ YES**

CCT tuning via wall controller

Gratis mobilapp /

free mobile app JA/YES JA/YES JA/YES

lja pa/av eller dimma /

switching ON/OFF and dimming JATYES JATYES JA/ZYES

Skapa grupper /

creating groups JA/YES JA/YES JA/YES

Skapa scener /

setting up scenes JA/YES JA/YES JA/YES

CCT instéllning / - . *%

CCT tuning JA** [ YES JA** [ YES JA** [ YES

Dubbelverkande vaggbrytare med

Stéllain / Blatandsenhet for infallt montage / tryckknapp EnOcean /

set Bluetooth unit for recessed installation Double Rocker Wall push button
EnOcean

* vaggbrytare eller tryckknapp &r inte inkluderat / wall switch or push button is not included
*x endast for MIXW armaturer (armaturer med reglerbar fargtemperatur) / only for MIXW luminaires

Intelligenta armaturer med sensoror
Autonom styrning av kontorsarmaturer med bade narvarosensor och
reglering av ljusstyrka
Tradl6s kommunikation mellan armaturena
Tillgénglig for armaturer fran TUPEX - AREL och IS
Armaturer som kan utrustas med foljande system.
OSRAM LUXeye Sense DALI BT
PHILIPS SR
TRIDONIC basic DIM Wireless
BAG Zitares Wiz

Inteligent luminaires with sensors

Autonomous regulation of office luminaires using a both presence and

light level senzor

Wireless communication between luminaires
Available for Tupex AREL and Tupex IS
Acording to customer asking, fittings can be equipped with system

OSRAM LUXeye Sense DALI BT
PHILIPS SR

TRIDONIC basic DIM Wireless
BAG Zitares Wiz



DYNA WHITE

AL e g

Instdllbara vita LED paneler TUPEX QXP

+ Armaturen ar utrustad med 2-kanals DALI typ 8-drivrutin med 1 adress
« Obligatorisk CCT uppnas med en styrenhet genom att stélla in
elkontakten pa varje kanal
« DynaWHITE EASY - switch kontroll
« DynaWHITE STANDARD - styrning med inbyggd roterande dimmer

Tunable white LED luminares

« Available for AREL, QP, FLY a EXAL luminaires
+ The luminaire is fitted with 2-channels DALI type 8 driver with 1 adress
» Required CCT is achieved with a controler by settings the power level of
each channel
« DynaWHITE EASY - Switch-Control
+ DynaWHITE STANDARD - control by a flush-mounted rotary dimmer

DynaWHITE EASY

« Enklaste kontrollen av avstamd vit i en enda armatur
- Kontroll med en gemensam peksknapp

Akce Switch-kontroll
atgarder:

Effekt pa ljus:

1:a Tryck och hall ner

Dampar ljusintensiteten.

2:aTryck och hall ner

Ljusintensiteten gar till maximal niva. Efter 6 s
hoppar CCT till kallvitt och vaxlar mellan kall -
och varmvit.

Genom att slappa switch-kontrollen stélls den
nya fargtemperaturen in.

3:e Tryck och hall ner

Dampar ljusintensiteten med den nya
fargtemperaturen. miljo.

Kort tryckning

Sld pa/av

DynaWHITE EASY

« simplest control of tunable white in a single luminaire
« control by a common touch button

Akce Switch-Control
actions

Effect on light

1t Press and hold

Fades down the light intensity

2" Press and hold

Light intensity goes to max level. After 6 sec. CCT
jumps to cold white starting to toggle between
cold and warm white

Releasing the Switch-Control sets the new colour
temperature

3Press and hold

Fades down the light intensity with the new
colour temperature setting

Short press

Switch on / off

DynaWHITE STANDARD

« Kontroll av instéllbar vit upp till 37 armaturer

+ Styrning med inbyggd rotationsdampare BUSCH (ABB) 2116/11 U
- Valfri konstruktion av dimmerkapa

« Gor det mojligt for flexibel kontroll fran flera punkter

DynaWHITE STANDARD

« Control of tunable white up to 37 luminaires

» Control by a flush-mounted rotary dimmer BUSCH (ABB) 2116/11 U
« Optional design of dimmer cover

« Enables to flexible control from more points

Dimmer-atgarder:

Effekt pa ljus:

Dimmer actions

Effect on light

Kort tryckning

Sld pa/av

Short press

Switch on / off

Rotation

Andring av ljusintensitet

Rotation

Changing of light intensity

Tryck och rotera

Byte av fargtemperatur (CCT).

Press and rotation

Changing of color temperature (CCT).

Genom att frigéra kontrollenheten stélls in den nya
fargtemperaturen.

Releasing the controller sets the new colour
temperature.

DALI DIMMER (UTAN
HOLJE) / DALI DIMMER
(WITHOUT COVER)

Uvedené Udaje mohou byt béhem platnosti tohoto katalogu bez upozornéni zménény. Vypadek jednotlivého LED cipu, odchylka svételného toku a piikonu svitidla +/-10% jakoz

i teploty chromatic¢nosti +/-150K jsou v souladu s platnymi standardy pfipustné a nejsou diivodem k reklamaci svitidla. | Due of Tupex program of products development a data can be changed without

notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to +/ - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the nominal value. The failure of
1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.



TUPEX SKY

Dekorativa QD, QPD, och IBS armaturer ar harledda fran standardfixturer
Q, QP eller IBP. De har samma dimensioner, monteringssatt och elektrisk
utrustning (anvanda LED och drivrutiner) - se sidor 4 och 14.

Pa grund av anvénda dekorationer ar en ljusutgang av armaturen
reducerad med 30-50% jamfort med motsvarande variant med
opakskydd.

TUPEX SKY skapar en realistisk bild av himlen pa ett innertak.
Kombination av belysning och inredning skapar en positiv atmosfar i varje
interior. Effekten av takfonster i rummet skapar en kénsla av 6ppenhet

och utrymme.

Motiv, som kan bestéllas, kan du se pa www.tupex.se eller i
Tupexkatalogen, se sidorna 105 - 107.

Decorative fittings QD, QPD and IBS are derived from standard fixtures Q,
QP or IBP. They have the same dimensions, mounting way and electrical
equipment (used LEDs and drivers) — see pages 4 and 14. Due used
decors is a light output of the fittings reduced by 30-50% compared with
the corresponding variant with opal cover.

Tupex SKY creates a realistic picture of the sky on a room ceiling.

Combination of lighting and decorating creates a positive atmosphere in
any interior.

The effect of the skylight in the room creates a feeling of openness and
space

Motives, that can be ordered, you can see on www.Tupex.se or at Tupex
catalogue, see pages 105 - 107..
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Artkel nr: 3353

Artkel nr: 3354 SKY 16

Artkel nr: 3355
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Artkel nr: 1228 SKy o1
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SKY 32

Artkel nr: 1238 Artkel nr: 1232

Artkel nr: 1256 Artkel nr: 1255 SKY 54 Artkel nr: 1258 Skye1 Artkel nr: 1247

Artkel nr: 1248 SKY 57

m Artkel nr: 1254 SKy 59 Artkel nr: 3360



Artkel nr: 3365

7422
Artkel nr: 3368

Artkel nr: 3370

Artkel nr: 1260

Artkel nr: 1257 SKY 80

Inom TUPEX finns sarskild avdelning fér produktutveckling vilket innebér att data kan dndras utan att det anges. Ljusflodet och stromstyrkan i eInétet har en initial tolerans pa upp
till +/- 10%. Fargtemperaturen har en tolerans pa upp till +/- 150K utifran ett nominellt varde. Om 1 LED punkt upphor att fungera sa medfér detta inte nagon funtionell forsamring
pé ljuskallans ljuskvalitet och kan av den anledningen inte betraktas som ett fabrikationsfel.| Due to TUPEX program of products development a data can be changed without
notice. Luminous flux and connected electrical load are subject to an initial tolerance of up to + /- 10%. Color temperature is subject to a tolerance of up to +/-150 K from the
nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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Symboler / Legend

Ytmonterad, direkt

Pendlad

Infalld

Upphangningssystem

Stativ for
golvlampa, direkt/
indirekt belysning

slliimip i

LED teknik

LED

230V
50 Hz

Spdnning
230V - 50Hz

Elektronisk ballast

Dimbar elektronisk
ballast

Klass l isolering

Klass Il isolering

E(C] Hj. E

Surface
mounted
fitting, direct

Suspension
fitting, direct

Recessed light
fitting

Suspension
light fitting

Floor light
fitting, full-
area lighting

LED source

Voltage 230V
-50Hz

Electronic ballast

Dimmable
electronic
ballast

Insulation class |

Insulation class Il

Nédljus

X9
nm UGR Faktor

<19
LED =:—— Ersdtter
flurouscerande
lampa

Skyddsklass IP20

Skyddsklass 1P43

P
A
E Skyddsklass IP44
Pes
L

Skyddsklass IP65

Slagtalig IK08

Slagtalig 1IK09

Slagtalig IK10

Godkand for
sporthall

Emergency
source

UGR Factor

Fluorescent
lamp
substitution

Protection
rating IP 20

Protection
rating IP 43

Protection
rating IP 44

Protection
rating IP 65

Impact
protection
K08

Impact
protection
1K09

Impact
protection
IK10

Sporthall light
fitting

Mattskiss / Drawing description

A - Armaturldngd / length of body
B - Armaturbredd / width of body
C - Armaturhdjd / height of body
D - Extra armaturlangd / complementary length of body
E - Extra armaturbredd / complementary width of body
F - Anslutning elkabel - X axel / cable entry —X axis
G - Anslutning elkabel-Y axel / cable entry -Y axis
X - CC for skruvhal x axel / distance of mounting holes (screws) - X axis
Y - CC for skruvhal y axel / distance of mounting holes (screws) - Y axis
R - Hal for pendlat montage x axel / distance of mounting
holes (cord suspensions) - X axis
S - Hal for pendlat montage Y axel / distance of mounting
holes (cord suspensions) - Y axis
M - CC for montagebox x axel / distance of mounting holes (tube suspensions) - X axis
N - CC for for montagebox y axel / distance of mounting holes (tube suspensions) - Y axis

For linjemontage maste index X1,Y1, R1 och S1 laggas till. / If necessary for assembly into a line,
the indexes X1, Y1, R1, S1 are added.

Livslangd for TUPEX armaturer / Lifetime of TUPEX

fittings *

LIFETIME (T, 25°C) L, N
100 000 h L70 B50
80000 h L8O B50
50000 h L8O B10
30000 h L90 B10

* Om inget annat anges / unless otherwise indicated

CRI/Ra 70

CRI/Ra 80

Energiférbrukning

A+

40000 | Livslangd 40000h

50000 | Livslangd 50000h
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60000 | Livslangd 60000h
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80000 | Livslangd 80000h

=
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80000 | Livslangd 80000h

100000 Livslangd 100000h

Armatur med lag

yttemperatur

Justerbar fargskala

= [

-]
=) S
] &
S =)

-

Color rendering
index 70

Color rendering
index 80

Energy efficienty
class A+

Lifetime 40000h

Lifetime 50000h

Lifetime 60000h

Lifetime 80000h

Lifetime 80000h

Lifetime

100000h

Light fittings with
limited surface
temperature

Tunable white
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